I3 Belden

Product: HA20ADxxxM 7
HDMI 2.0 Active Optical Cable Assemblies(A/D Type)

Product Description

HDMI 2.0 Active Optical cable, supports up to 4K @60Hz (color space 4:4:4) and bandwidth of 18Gbps, Up to 100m signal integrity transmission, One plug
provides an detachable adaptive type A adapter

Technical Specifications

Product Overview

Blue-ray, 3D Video, Projector, DVR, Game Consoles, LED signboards in the stadiums, squares etc, TV station, Augmented reality/virtual reality (AR/VR), Security & monitor

Suitable Applications: systems, Home Theater

Physical Characteristics (Overall)

Outer Jacket

Color | Diameter - Tolerance 1

Black 4.5 mm

Connectors

Materials

orcrpton| o |

Contacts Gold plated

Housing Zinc alloy

Construction and Dimensions

Cable Type: Fiber (4F x OM3) and Copper hybrid cables

Electrical Characteristics

Data Rate: 18 Gbps

Power Rating

Max. Power Rating [W] |

025W

Temperature Range

Operating Temperature Range: 0°C To +50°C

Mechanical Characteristics

Maximum Recommended Pulling 100 N
Tension:

Minimum Bend Radius During

Installation: 90 mm

Termination Interface

Connection |

Type A, Type D(Provides an adaptive type A adapter)

Applicable Environmental and Other Programs

Environmental Space: Indoor


https://catalog.belden.com/index.cfm?event=pd&p=PF_HA20ADxxxM&tab=downloads
https://catalog.belden.com/index.cfm?event=pd&p=PF_HA20ADxxxM&tab=downloads

EU Directive 2011/65/EU (RoHS 2):  Compliant

Related Part Numbers

Variants

[ tom# | colo] Lang]

HA20ADO05M Black 5m

HA20ADO10M Black 10 m
HA20ADO15M Black 15m
HA20ADO020M Black 20 m
HA20ADO30M Black 30 m
HA20AD040M Black 40 m
HA20ADO50M Black 50 m
HA20ADO60M Black 60 m
HA20ADO70M Black 70 m
HA20ADO80M Black 80 m
HA20ADO90M Black 90 m
HA20AD100M Black 100 m

The Plug must be connected to the right direction to function properly. DO NOT over-bend/twist/Kink the cable behind the connector. Handle with Plug housing instead of

Footnote: cable when pull/insert the plug into socket.

Product Notes

Notes: Flame Test: VW1; Power Supply: No external power required
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Although Belden makes every reasonable effort to ensure their accuracy at the time of this publication, information and specifications described here in are subject to error or omission and to change without
notice, and the listing of such information and specifications does not ensure product availability.

Belden provides the information and specifications herein on an "ASIS" basis, with no representations or warranties, whether express, statutory or implied. In no event will Belden be liable for any damages
(including consequential, indirect, incidental, special, punitive, or exemplary damages) whatsoever, even if Belden has been advised of the possibility of such damages, whether in an action under contract,
negligence or any other theory, arising out of or in connection with the use, or inability to use, the information or specifications described herein.

All sales of Belden products are subject to Belden's standard terms and conditions of sale.

Belden believes this product to be in compliance with all applicable environmental programs as listed in the data sheet. The information provided is correct to the best of Belden's knowledge, information and belief
at the date of its publication. This information is designed only as a general guide for the safe handling, storage, and any other operation of the product itself or the one that it becomes a part of. The Product
Disclosure is not to be considered a warranty or quality specification. Regulatory information is for guidance purposes only. Product users are responsible for determining the applicability of legislation and
regulations based on their individual usage of the product.



