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Total networking 
solutions for IT/OT 
convergence

Making the Right 
Connections: Maximization 
of Efficiency and Security
Belden’s Total Networking Solutions integrate Hirschmann’s IT 
switches and security products with Belden’s Ethernet cables 
to provide comprehensive networking solutions.

By converging IT and OT domains, these solutions enhance 
security, productivity, and operational efficiency. They improve 
decision-making and streamline operations, particularly in 
manufacturing, where they optimize production processes. 
Additionally, they ensure seamless communication across 
different systems, increasing overall productivity.
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Belden Total Networking 
Solutions
Belden combines the strength of Hirschmann & Hirschmann 
IT switches and security products as well as Belden 
Ethernet cables for comprehensive networking solutions for 
IT/OT convergence. 

Belden guarantees secure and reliable information 
transmission, ensuring your mission-critical systems operate 
smoothly and securely.

https://www.belden.com
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Effortless, intelligent and 
secure IT/OT converged 
solutions for networks of 
all sizes.

Belden IT/OT converged solutions
Belden has over 30 years of experience in providing 
integrated network solutions for complex industrial facilities 
and systems. As industrial networks grow and demand 
higher efficiency, IT networks must converge with industrial 
networks. Technologies like big data, artificial intelligence 
(AI), visual identity and robotics drive this evolution.

By connecting people, information and ideas, businessescan 
drive innovation, leading to the development of new 
products, services and solutions that meet evolving market 
demands.

Belden’s strong R&D capabilities and extensive experience 
in network solutions have led to the development of 
new IT networking and cybersecurity product portfolios. 
These products feature powerful capabilities, reliable 
architecture and flexible deployment to support IT/OT 
convergence. They help customers achieve lower total cost 
of ownership, higher production efficiency and enhanced 
network security. Additionally, these solutions minimize 
system failure rates and offer flexibility, simplifying system 
monitoring and management.

Broad portfolio and expertise drive 
exceptional performance
With the addition of the Hirschmann IT and Hirschmann 
product lines to Belden’s portfolio, one company provides 
comprehensive networking solutions. Our expertise ensures 
mission-critical applications run without interruption, 
avoiding costly downtime and supporting large-scale data 
transmission.

					   

Here are a few reasons why 
Belden is your best choice for IT/
OT networking:

Expertise in integrating industrial 
and IT networks.

Broad selection of products for 
complete, end-to-end network 
solutions.

Sales and engineering professionals 
who can audit, design, configure 
and assemble products to meet 
your specific requirements.

Global manufacturing, distribution 
and support network to make our 
products and services available 
worldwide.

https://www.belden.com
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Offering comprehensive 
service & support
Belden recognizes that comprehensive expertise is 
essential for optimized, homogenous solutions. Effective 
consultation, support and training require more than just 
a general understanding of products, technologies and 
market trends. They demand a solid grasp of the application 
and the ability to provide the necessary support when and 
where it is needed. Our approach focuses on five key service 
and support areas critical to success:

•	 Network design and cybersecurity consulting

•	 Training

•	 Technical support

•	 Professional services

•	 System performance

Overcome network design and 
cybersecurity challenges
Belden addresses your design challenges by understanding 
the complexities of network design and operation in IT/
OT convergence and mission-critical environments. Our 
engineers collaborate with you to deliver high-availability 
networks that meet your enterprise-wide IT needs. Whether 
designing systems for new facilities or integrating into 
existing IT environments, our highly trained staff takes on 
the design burden.

We offer consultation to develop a strategy or handle your 
full design implementation - our staff is always available to 
assist you

Tailored training by Belden experts

With extensive experience in meeting end-user needs, 
Belden offers training programs for both beginners and 
networking experts. These programs, delivered by Belden-
certified experts, enhance the understanding of mission-
critical networks.

Technical support around the globe

Belden’s personnel are dedicated to assisting customers, 
ensuring maximum uptime and reliability. With offices in 
North America, Asia and Europe, we provide global support.

Professional services by experienced engineers

Belden offers professional services, particularly in 
cybersecurity, with engineers ready to ensure successful 
project delivery.

System performance for unmatched reliability

Belden guarantees performance for systems we design. 
We are committed to world-class signal connectivity 
and significantly improving operational uptime. Our 
comprehensive product portfolio, from cables to 
connectors, to switches and routers, ensures reliability.

For more information on our service and support offerings, 
including warranties, please visit www.belden.com to locate 	
a sales representative near you.

https://www.belden.com
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Hirschmann IT 
Mammuthus Switch and 
Router
Hirschmann IT, a Belden brand, offers competitive 
Mammuthus switch and router products with a rich feature 
set, high quality and reliability for IT/OT convergence 
and IT networking. The Hirschmann IT high-performance 
and multi-purpose switches set the standard for quality, 
reliability and service.

New member of Mammuthus product 
family - MTR router series
Aa a key element of IT/OT convergence, the Mammuthus 
product family now includes the MTR series enterprise 
router, extending the convergence network to Wide  Area 
Network (WAN). The MTR series router and MTS series 
switches share outstanding software and hardware, making 
them ideal for intelligent industrial networks.

https://www.belden.com
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Flexible redundancy 
technology
Hirschmann IT Mammuthus (MTS) series switches support 
multiple link redundancy functions, including STP/RSTP/
MSTP and ERPS. ERPS, a robust Ethernet redundancy 
protocol, improves network stability during heavy traffic and 
reduces wiring complexity without compromising reliability. 

Easy to configure

Our managed switches are easy to configure with an 
integrated password-controlled web interface via SNMP 
or Command Line Interface (CLI), providing secure remote 
configuration. Configuration data and the device operating 
system can be saved on an external flash-based storage 
device, simplifying commissioning and device replacement.

Security and authentication

The Mammuthus series switches provide extensive port 
security features, such as DHCP snooping and dynamic ARP 
inspection (DAI). They also include IP source guard and MAC 
limiting (per port and VLAN) to protect against spoofing 
and man-in-the-middle attacks. Additionally, these features 
help defend against Denial of Service (DoS) attacks.

MTS series switches also provide user authentication based 
on Authentication, Authorization and Accounting (AAA), port 
security, Access Control List (ACL) and 802.1x, enhancing 
network security.

Broad product line

The Mammuthus series switches offer various interfaces, 
including GE TX, SFP, SFP+ and QSFP, with configurations 
ranging from 1 Rack Unit (RU) fixed switches to modular 
switches over 6RUs. 

The software feature set varies from basic L2 switching 
to advanced L3 functions like MPLS and SDN, ensuring a 
model for every requirement without unnecessary spending.

Persistent Power over Ethernet

In IoT environments, continuous power supply is crucial. The 
Mammuthus series switches support PoE/PoE+ functions, 
ensuring uninterrupted power supply during device 
rebooting.

Industrial HiVision Network Management Software

Monitoring and visualizing networks is simplified with 
Belden’s Industrial HiVision network management software. 

Industrial HiVision requires minimal IT knowledge, enabling 
users to monitor alarms, bandwidth utilization and device 
availability. It also allows simultaneous configuration of 
multiple switches, significantly easing the commissioning 
process.

All MTS switches support stacking, allowing up to 8 devices 
to be managed as a single unit. They feature highly reliable 
hardware architecture with redundant fans and Power 
Supply Units (PSUs), except for the MTS2600 series, which 
has one fixed PSU.

https://www.belden.com
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Power over Ethernet (PoE) 

Power over Ethernet (PoE) allows devices, 
such as IP cameras, to receive power through 
the same twisted pair cable used for data 
communications. The PoE ports comply with 
IEEE 802.3af standards, delivering up to 15.4 
Watts per port.

Power over Ethernet Plus (PoE+)

PoE+ is an advancement of PoE, adhering to 
the IEEE 802.3at standard and supporting 
up to 30 watts. While PoE requires two pairs 
of twisted pair cables, PoE+ utilizes all four 
pairs to power end devices that need more 
than 15.4 watts.

SDN-ready

Software Defined Networking (SDN) is a 
forwarding architecture used in modern 
IP core networks. It combines centralized 
management with distributed forwarding, 
enabling SDN to support large-scale, high-
performance networks while maintaining 
detailed control over network maintenance.

IPv6

Although the next generation of Internet 
Protocol, version 6 (IPv6), is rarely deployed 
in industrial environments, the latest 
generation of Hirschmann IT devices 
is capable of meeting future customer 
demands for IPv6, just as it currently does 
for IPv4.

Stack

Stacking is a common topological method 
used to enhance performance and create 
a more robust network architecture. This 
technology can seamlessly merge all 
ports from different devices into a single 
management node, providing higher port 
density and improved reliability. Specific bi-
directional action monitoring technology can 
prevent split-brain failures caused by link or 
configuration errors.

Technologies

Hirschmann’s expertise for total 
networking solutions
Hirschmann (IT) stands as a leading manufacturer of 
comprehensive networking solutions, specializing in 
Industrial OT Ethernet and IT applications. As an expert in 
system components, accessories and unified management 
software, we leverage our global presence to deliver 
exceptional technical support and solutions to our clients.

https://www.belden.com
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Storm control 

A data storm (unknown unicast, multicast 
or broadcast, aka UMB) poses a potential 
risk in network operations. In large three-
party inter-operation networks, virtualized 
networks, or ring topology environments, a 
UMB data storm can rapidly exhaust network 
resources once it occurs. Hardware-based 
storm control can mitigate the impact of a 
UMB storm at a low level without affecting 
network operations.

MPLS

Multi-Protocol Label Switching (MPLS) is 
scalable and protocol-independent. In an 
MPLS network, data packets are assigned 
labels, and packet-forwarding decisions 
are made based solely on the contents of 
these labels, without needing to examine 
the packet itself. This enables the creation 
of end-to-end circuits across any type of 
transport medium, using any protocol. MTS 
supports all standard MPLS IP models, such 
as L3VPN, L2VPN, MPLS multicast and TE. 

ERPS

Ethernet Ring Protection Switching (ERPS) is 
a type of Ethernet ring network protection 
technology. Described in ITU-T G.8032, it is 
an advanced open protocol for ring networks. 
This protocol incorporates the advantages of 
various ring network protection technologies 
such as EAPS, RPR, SDH and STP. ERPS can 
achieve switchover times as low as 50ms in 
various operating modes, including master-
slave and load balancing.

Layer 3 - wire-speed routing with 
standardized routing protocols

The Layer 3 routing functionality in 
Hirschmann IT switches focuses on 
maximum performance and minimal latency. 
Layer 3 routing helps to split the broadcast 
domain, allowing for the deployment of 
more complex security and routing policies 
within the network. Hirschmann IT switches 
support various standard routing protocols 
such as OSPF, BGP, ISIS and others. Multicast 
features are also supported.

Technology topics on IT 
networking
Hirschmann (IT) is one of the most experienced 
manufacturers of comprehensive networking solutions 
based on Industrial OT Ethernet and IT applications. As 
experts in system components, accessories and unified 
management software with a global presence, we offer our 
extensive expertise to our clients.

Note: The availability of these features depends on the software level.

https://www.belden.com
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Hirschmann IT Dragonfly 
Enterprise Wi-Fi  
6 Access Point
The Hirschmann IT Dragonfly series Wi-Fi 6 certified access 
point completes the Hirschmann IT enterprise network 
solution. Available in both indoor and outdoor versions, 
these access points support 2.4GHz and 5GHz dual GE 
uplinks, OFDMA, MU-MIMO and various Wi-Fi 6 features. 
This ensures increased bandwidth capacity and reduced 
latency, meeting high-quality wireless needs.

Featuring enhanced WLAN technology with RF Radio 
Dynamic Adjustment, a distributed control Wi-Fi 
architecture, unified access secure network admission 
control, built-in application intelligence and analytics make 
the Dragonfly series ideal for enterprise wireless solutions. 
These features ensure robust performance and security for 
enterprise environments.

All DAP models, except DAP620, integrate BLE5/Zigbee 
(802.15.4), catering to a wide range of IoT endpoints and 
applications.

Plug-and-play deployment
The DAP Series operates in a fully redundant cluster 
architecture, simplifying plug-and-play deployments. 
Each access point (AP) cluster functions as an autonomous 
system, consisting of a group of APs and a virtual controller 
managed by a selected AP. One AP cluster can support up 
to 255 APs.

The cluster architecture ensures quick deployment; once 
the first AP is configured using the configuration wizard, the 
remaining APs automatically update and go online, making 
the entire network operational within minutes.

https://www.belden.com
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Orthogonal Frequency Division Multiple 
Access (OFDMA) enables more clients to 
simultaneously operate in the same channel, 
thereby improving efficiency, latency and 
throughput. OFDMA can address multiple 
clients simultaneously in both downlink (DL) 
and uplink (UL) directions, making it highly 
effective for low-latency applications with 
numerous clients, such as voice and video 
transmission.

Multi-User Multiple Input, Multiple Output 
(MU-MIMO) allows more data to be 
transferred simultaneously. This technology 
enables a single access point to manage a 
larger number of concurrent clients.

1024 Quadrature Amplitude Modulation 
(1024-QAM) boosts peak data rates by up 
to 25%

BSS Coloring improves spatial reuse in dense 
environments by color-coding overlapping 
BSSs. This mechanism allows for more 
simultaneous transmissions.

Extended Range (ER) increases coverage 
in scenarios where the receiving side 
encounters high path loss and channel delay 
spread, especially in outdoor environments.

Target Wake Time (TWT) enhances power 
efficiency for Wi-Fi 6 devices. This feature 
allows client devices to sleep longer and 
wake up with less contention, thereby 
extending the battery life of smartphones, 
IoT sensors and other devices.

Network management 
platform deployment
All Dragonfly APs can be managed by the DAC (Dragonfly 
Access Point Virtual Controller), which organizes APs 
into one or more AP Groups. The DAC is a visual, user-
friendly and hardware-free management platform. It 
supports WLAN management and includes an integrated 
authentication server. This server defines authentication 
strategies and enforces policies for both employees 
and guest devices. Network administrators can gain 
a comprehensive overview of all running applications 
and apply controls to optimize network performance 
for mission-critical applications. The DAC management 
platform also offers advanced options for Radio Frequency 
(RF) management and WIDS/WIPS for intrusion detection 
and prevention.

Wi-Fi 6 (802.11ax) features
Wi-Fi 6 (802.11ax) enables enterprises to deliver 
highperformance wireless LAN services with increased 
throughput, supporting more clients in dense environments. 
It also provides high power efficiency for IoT devices while 
remaining fully backward compatible with existing 802.11 
a/b/g/n/ac deployments. Key features enabled on the DAP 
series include:

https://www.belden.com
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Dragonfly Wi-Fi 6 
(802.11ax) Industrial 
Wireless Access Point
The Dragonfly Industrial series IP67 Wi-Fi 6 certified wireless 
access point is now available. 

The Dragonfly DAP847 leverages Wi-Fi 6 technologies 
such as OFDMA, MU-MIMO, 1024QAM and BSS coloring to 
deliver higher throughput and low latency. It also supports 
802.11k/v/r for fast roaming. Dual radios with independent 
antenna ports enable 2*2 MIMO in 2.4GHz and 4*4 MIMO 
in 5GHz, maximizing spectrum availability. Customers can 
choose between PoE only and PoE plus PSU options to suit 
different power supply scenarios. The ruggedized design 
meets the demands of both transportation and industrial 
environments.

The DAP847 features flexible radio resource management 
algorithms to ensure reliable train-to-ground and industrial 
communication. Cluster mode and DAC managed mode 
provide flexibility in wireless network deployments and 
management.

Together with the DAC, the DAP847 enhances the 
security of the wireless network through robust security 
mechanisms.

https://www.belden.com
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Hirschmann IT RAVEN 
Next Generation Firewall
Hirschmann IT RAVEN security products enable Belden to 
offer comprehensive solutions for compliance and security 
in IT/OT converged network designs.

Committed to providing a secure and trusted networking 
environment, RAVEN products deliver exceptional 
border management functions and Predictable Behavior/ 
Performance.

As key security solutions within the Hirschmann IT portfolio, 
RAVEN series products help customers navigate the 
evolution of IT/OT convergence while minimizing associated 
risks.

https://www.belden.com
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Integration protection
RAVEN series products, including RAVEN Next Generation 
Firewalls and RAVEN Intrusion Detection Systems, are 
integral to Belden’s comprehensive security solutions. They 
work seamlessly with Hirschmann EAGLE firewall products 
to provide robust cybersecurity for IT/OT convergence.

By synchronizing with RAVEN EYE, RAVEN products share 
the same security updates. This facilitates an end-to-end 
security strategy and enables network administrators to 
consistently assess their security measures.

Comprehensive inspection

RAVEN NGFW and RAVEN IDS support multiple deployment 
modes to adapt to various network environments, ensuring 
security targets are met without interference from previous 
network designs. RAVEN NGFW supports L2/L3 deployment 
modes, while RAVEN IDS supports centralized and 
distributed deployment modes, enabling comprehensive 
inspections in all scenarios.

Multi-functional reporting

RAVEN security products offer advanced algorithms and 
dashboards for real-time security information visualization, 
helping administrators understand network events and take 
appropriate actions to defend against attacks.

They provide detailed analysis reports based on multiple 
parameters, including time, address and event. These 
reports help identify security trends and evaluate the 
effectiveness of network security measures.

Virtualization and high availability (HA)

RAVEN products enhance cybersecurity without introducing 
additional risks. RAVEN NGFW supports virtual firewall 
(vFW) technology for flexible multi-context design. High 
Availability (HA) is a fundamental feature in all RAVEN 
products, eliminating the risk of single-device failure and 
significantly improving network reliability.

RAVEN EYE

RAVEN products receive the latest cybersecurity updates 
from over 70 traffic flow sampling centers worldwide. 
Combined with Hirschmann IT’s security analysis and 
modeling database, new network attacks and security 
incidents are updated in the RAVEN EYE database within 
six hours. 

RAVEN EYE, an intelligent analysis center, contains a 
compressed behavior signature and profile information 
database, enabling RAVEN NGFW and RAVEN IDS to identify 
the latest threats and implicit risks through regular updates.

https://www.belden.com
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RAVEN EYE 

RAVEN EYE is an intelligent analysis center 
that contains a compressed behavior 
signature and profile information database. 
It gathers the latest cybersecurity events 
from over 70 traffic flow sampling centers 
worldwide. By combining this collected data 
with RAVEN EYE’s security analysis, tracking 
and modeling database, any new network 
attacks and security events globally are 
updated in the RAVEN EYE database within 
6 hours. Regular updates to the information 
base enable RAVEN NGFW and RAVEN IDS 
to identify the latest network attacks and 
implicit risks.

Layer2/Layer3 mode

RAVEN NGFW can operate in either Layer 
2 or Layer 3 mode, providing flexibility in 
network design. It can serve as the network 
gateway in L3 mode or as anetwork bridge 
in L2 mode. Depending on deployment 
environment limitations, RAVEN NGFW can 
choose either L2 or L3 mode on demand, or 
combine both modes in one chassis.

IPv6-ready

As network addressing transitions from IPv4 
to IPv6, all security functions on RAVEN NGFW 
and IDS support IPv4/IPv6 dual stack. This 
ensures RAVEN products can meet security 
requirements in both current networking 
environments and future security designs.

vFW

vFW is a feature that enables RAVEN 
NGFW to divide into multiple isolated 
virtual firewalls serving different security 
domains or designs. RAVEN NGFW allows 
users to manage the resources of each 
vFW, preventing resource over-subscription 
during heavy traffic. vFW also balances 
traffic between HA members under specific 
configurations.

HA (high availability)

To mitigate the risk of chassis failure, all 
RAVEN products support HA functionality. 
In RAVEN NGFW, HA merges two firewalls 
into one cluster, synchronizing all traffic 
fingerprints, such as TCP status, ICMP/ 
UDP timers, ALG sessions and VPN cookies 
across both firewalls. This ensures seamless 
operation and continuity in case of a firewall 
failure. Therefore, no new session is needed 
if a member of the HA cluster fails. In RAVEN 
IDS, HA helps remove duplicate sessions and 
ensures no security events are missed during 
the failure of one chassis.

Technologies

Technology topics on network security
RAVEN security products are designed to provide 
comprehensive and reliable cyber security functions in IT/OT 
converged network. With Belden’s 10-year network security 
experience, below functions can directly benefit customers 
and promote security strategy landing.

https://www.belden.com
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Product 
category

Product code Ports PSU Heat radiation Stackable

MTS2600  
Series Switch

MTS2624-4X-B 24×FE/GE TX, 4×1/10G SFP+ slots Fixed single power supply Fixed fan Yes

MTS2648-6X-B 48×FE/GE TX,6 1/10G SFP+ Fixed single power supply Fixed fan Yes

MTS2700  
Series Switch

MTS2724-4X-FP-S 24×FE/GE POE/POE+, 4×1/10G SFP+ slots 2×Fixed redundant PSUs Fixed fan Yes

MTS2724-6X-MP-E
24×FE/GE POE/POE+, 4×1/10G SFP+ slots, 
1×extended media module slot for additional 
2×1/10G SFP+ slot

2×Modular  
redundant PSUs Fixed fan Yes

MTS2748-6X-MP-E
48×FE/GE POE/POE+, 4×1/10G SFP+ slots, 
1×extended media module slot for additional 
2×1/10G SFP+ slot

2×Modular  
redundant PSUs Fixed fan Yes

MTS2800  
Series Switch

MTS2848TF-4X-E 32xFE/GE TX, 16x100/1000M SFP slots,  
4x 1/10G SFP+ slots 2×Fixed redundant PSUs Fixed fan Yes

MTS2832TF-4X-E 24×10/100/1000M SFP slots,  
8×FE/GE TX, 4×1/10G SFP+ slots

2×Modular  
redundant PSUs Fixed fan Yes

MTS2824F-4X-S 24×10/100/1000M SFP slots,  
4×1/10G SFP+ slots 2×Fixed redundant PSUs Fixed fan Yes

MTS2824-4X-S 24×FE/GE TX, 4×1/10G SFP+ slots 2×Fixed redundant PSUs Fixed fan Yes

MTS2848-6X-S 48×FE/GE TX, 6×1/10G SFP+ slots 2×Fixed redundant PSUs Fixed fan Yes

MTS2824-6X-E 24×FE/GE TX, 6×1/10G SFP+ slots 2×Fixed redundant PSUs Fixed fan Yes

MTS2848-6X-E 48×FE/GE TX, 6×1/10G SFP+ slots 2×Fixed redundant PSUs Fixed fan Yes

MTS2900  
Series Switch MTS2948X-6Q-A 48×1/10G SFP+ slots, 6×40G QSFP+ sl 2×Modular  

redundant PSUs 4×Modular fan tray Yes

MTS8000 
Series Switch

MTS8003-Chassis Dual Engine, 3×media modules 4×Modular  
redundant PSUs 2×Modular fan tray Yes

MTS8006-Chassis Dual Engine, 4×media modules  
2×switch fabric modules

4×Modular  
redundant PSUs 2×Modular fan tray Yes

MTS8010-Chassis Dual Engine, 8×media modules 
2×switch fabric modules

4×Modular  
redundant PSUs 2×Modular fan tray Yes

Product, hardware and performance matrix of MTS switches

https://www.belden.com
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Switching / Feature
MTS2600-B  

Basic
MTS2700-S 

Standard
MTS2800-E 

Enhanced
MTS2900-A 

Advanced
MTS8000  

Series Software

MAC limitation

Static MAC address entry

MAC blackhole

Static/Dynamic ARP

GARP

ARP proxy

VLAN (802.1Q)

Flow control(802.3x, 802.3p)

LAG

QinQ

Flexible QinQ

VLAN mapping

STP/RSTP/MSTP

GARP VLAN Registration Protocol (GVRP)  

Super VLAN  

Private VLAN

Voice VLAN

BPDU Tunnel

N:1/N:N port monitoring

SPAN

ERSPAN

Flow mirroring

UDLD

OAM

sFlow

MPLS

MPLS QoS

MPLS L3VPN

VXLAN

EVPN

TRILL

Multicast VLAN Registration

Multicast VLAN Plus

ERPS

MTS Switches - software functionality

https://www.belden.com
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Routing / Feature
MTS2600-B  

Basic
MTS2700-S 

Standard
MTS2800-E 

Enhanced
MTS2900-A 

Advanced
MTS8000  

Series Software

Static route

RIP v1/v2

OSPFV2

BGP

ISIS

Route Map

PPPOE+

IGMP v1/v2

IGMP v3

IGMP filter

MLD v1/v2

IGMP snooping

MLD v1/v2 snooping

PIM DM

PIM SM

PIM SDM

PIM SSM

Prefix List

MSDP

MPLS TE

VRF

Track

VBRP

Load VRRP

GRE

6to4 tunnel

ISATAP tunnel

BFD

VRRP

IRMP

MTS Switches - software functionality (continued)

https://www.belden.com
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IPv6 / Feature
MTS2600-B  

Basic
MTS2700-S 

Standard
MTS2800-E 

Enhanced
MTS2900-A 

Advanced
MTS8000  

Series Software

Static Routing v6

IPv6

IPv6 tunnel

PIM v6-SM

IP v6 Multicast

GRE v6

TCP v6

UDP v6

RIPng

BGP4+

OSPF v3

ISIS v6

DHCP v6 Server/Client

DHCP v6 relay

Prefix List v6

BFD v6

VRRPv3

MTS Switches - software functionality (continued)

https://www.belden.com
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Management / Feature
MTS2600-B  

Basic
MTS2700-S 

Standard
MTS2800-E 

Enhanced
MTS2900-A 

Advanced
MTS8000  

Series Software

Console

Telnet

SSH v1/v2

SNMP v1/v2

SNMP v3

RMON

TR069

IPFIX

OAM(802.3ah, 802.1ag, ITU Y.1731)

EEP

Syslog

Web UI

DHCP Client

DHCP Server

DHCP relay

DNS

FTP Server/Client

NTP

TFTP

E-LMI

LLDP

SLA

MTS Switches - software functionality (continued)

https://www.belden.com
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Security / Feature
MTS2600-B  

Basic
MTS2700-S 

Standard
MTS2800-E 

Enhanced
MTS2900-A 

Advanced
MTS8000  

Series Software

Login-Security

AAA

802.1x

RADIUS

TACACS+

SSH Client

Port security

Port isolation

UNI/NNI isolation

DHCP snooping

Dynamic ARP Inspection (DAI)

IP Source Guard

CPU protection

uRPF  

LAND attack protection  

SYN flooding protection

Ping flooding protection

TearDrop protection

Ping of Death protection

TCP flooding protection

ICMP flooding protection

Unicast storm control

Multicast storm control

Broadcast storm control

IPv4/v6 Standard/Extended ACL

MAC ACL

Port ACL

ACL log

Mac Forced Forwarding

Loopback Detection

VLAN Isolation

HMAC-SHA256(RIP, OSPF)

Key Chain

APR Check

AARF

MTS Switches - software functionality (continued)

https://www.belden.com
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QoS / Feature
MTS2600-B  

Basic
MTS2700-S 

Standard
MTS2800-E 

Enhanced
MTS2900-A 

Advanced
MTS8000  

Series Software

Class based QoS schedule

CAR

SP

WRR

SP+WRR

RED

WRED

Traffic shaping

Traffic policy

802.1p mapping

DSCP mapping

Virtualization / Feature
MTS2600-B  

Basic
MTS2700-S 

Standard
MTS2800-E 

Enhanced
MTS2900-A 

Advanced
MTS8000  

Series Software

Stack

M-LAG

MAD

Vertical Virtualization

SDN* / Feature
MTS2600-B  

Basic
MTS2700-S 

Standard
MTS2800-E 

Enhanced
MTS2900-A 

Advanced
MTS8000  

Series Software

XML API/NETCONF

MTS Switches - software functionality (continued)

SDN is fully supported on MTS8000 series -A high performance media module
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MTS2600 Series Switch 
- MAMMUTHUS Layer 2 
Gigabit Ethernet Switch 
with 10G Uplink Ports

Entry-level access and port extension 
switch
The MTS2600 series switch is the entry-level access switch 
in the Mammuthus series, offering robust performance and 
flexible functionality. This device boasts 10 Gigabit ports for 
high-speed uplinks to core switches. Additionally, all RJ45 
ports support auto-negotiation and MDI/MDI-X, while the 
SFP+ slots operate in 1/10G mode, compatible with both 1G 
and 10G MTS SFP modules, including fiber and UTP/STP. 

For higher port density and performance at the access 
level, the MTS2600 supports stacking and downlink-
oversubscribe design, combining 24 GE access ports 
with 4 10G SFP+ uplink ports. With support for ERPS and 
hardware-based broadcast control, the switch can be 
effectively deployed in ring topology.

Product features

https://www.belden.com
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Product description

Type MTS2624-4X-B MTS2648-6X-B

Description 1U rack mount, 24×FE/GE TX, 4×1/10G SFP+ slots, fixed 
single power supply, basic software

1U rack mount, 48×FE/GE TX, 6×1/10G SFP+ slots, fixed 
single power supply, basic software

Port type and quantity 24×FE/GE TX, 4×1/10G SFP+, 1×RJ45 Console port, 1×USB 
2.0, 1×Reset Button

48×FE/GE TX, 6×1/10G SFP+, 1×RJ45 Console port, 1×USB 
2.0 

Power supply Fixed single power supply

Heat radiation Fixed fan

Order No. 942999847 942999839

Mechanical construction

Dimensions (W×D×H) 442mm×220mm×44.2mm 442mm×320mm×44.2mm

Weight 3.6kg 7kg

Mounting Rack mount

Power requirement

Operating voltage 100-240VAC, 50-60HZ

Power consumption 26W 75W

Ambient conditions

Operating temperature -10°C...55°C

Storage/transport temperature -40°C...70°C

Relative humidity (non-condensing) 10%…90%

Storage/transport humidity (non-condensing) 5%…95%

Software

Software level Basic software

Stacking Stackable, up to 4 devices in one stack

Approvals

CE / FCC Compliant

China Network Access Certificate Compliant

CCC approval Compliant

RoHS compliance RoHS( (EU) 2015/863 ) and RoHS ( GB/T26572-2011 ) compliant

Scope of delivery and accessories

Scope of delivery Device, console cable, installation package

Accessories to order separately Network Management Industrial HiVision, SFP

Technical Information

https://www.belden.com
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MTS2700 Series Switch 
- MAMMUTHUS Layer3 
PoE/PoE+ Gigabit 
Ethernet Switch with 10G 
Uplink Ports

Access/aggregation switches that have 
comprehensive function with PoE/PoE+
The MTS2700 series switches are versatile access/
aggregation switches featuring comprehensive PoE/PoE+ 
functionality. They offer a complete access solution capable 
of supporting complex network designs. These switches can 
prevent unauthorized network access and mitigate the impact 
of network attacks through numerous security features.

All RJ45 ports in the MTS2700 series support PoE/PoE+ 
functionality, providing up to 30W power supply for PoE PD 
devices such as webcams and IP telephones. Additionally, 
modular PSUs offer FRU, and the device can operate 
efficiently at temperatures up to 55°C.

Product features

The MTS2700 switches boast a comprehensive L2/L3 
feature set, providing a flexible, reliable and secure choice 
for network planning. Network consultants can enhance 
security through DAI/DHCP snooping, optimize multicast 
via IGMP snooping and use broadcast control to ensure 
network stability during UMB flooding.

https://www.belden.com
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Product description

Type MTS2724-4X-FP-S MTS2724-6X-MP-E MTS2748-6X-MP-E

Description

1U rack mount, 24×FE/GE POE/ POE+, 
4×1/10G SFP+ slots, fixed redundan-
cy power supply, PoE output 380W, 
standard software

1U rack mount, 24×FE/ GE POE/POE+, 
4×1/10G SFP+ slots, redundant PSU, 
enhanced software

1U rack mount, 48×FE/GE POE/POE+, 
4×1/10G SFP+ slots, redundant PSU, 
enhanced software

Port type and quantity
24×FE/GE POE/POE+, 4×1/10G SFP+ 
slots, 1×RJ45 Console port, 1×USB 
2.0, 1×Reset Button

24×FE/GE POE/POE+, 4×1/10G SFP+ 
slots, 1×RJ45 Console port, 1×USB 
2.0, no Reset Button

48×FE/GE POE/POE+, 4×1/10G SFP+ 
slots, 1×RJ45 Console port, 1×USB 2.0, 
no Reset Button

Power supply 2×fixed redundant PSUs 2×modular redundant PSUs, hot 
swappable

2×modular redundant PSUs, hot 
swappable

Extended media module None 1×extended media module 1×extended media module slot

Heat radation Fixed fan

Order no. 942999835 942999832 942999831

Mechanical construction

Dimensions (W×D×H) 442mm×380mm×44.2mm 442mm×420mm×44.2mm 442mm×420mm×44.2mm

Weight 6.4kg 7.4kg 7.8kg

Mounting Rack mount

Power requirement

Operating voltage 100-240VAC, 50-60HZ, redundancy PSU supported

Power consumption 29W

Ambient conditions

Operating temperature -10°C...55°C

Storage/transport temperature -40°C...70°C

Relative humidity (non-condensing) 10%…90%

Storage/transport humidity (non-condensing) 5%…95%

Software

Software level Standard software Enhanced software

Stacking Stackable, up to 4 devices in one stack

Approvals

CE / FCC Compliant

China Network Access Certificate Compliant

CCC approval Compliant

RoHS compliance RoHS( (EU) 2015/863 ) and RoHS( GB/T26572-2011 ) compliant

Scope of delivery and accessories

Scope of delivery Device, console cable, installation package

Accessories to order separately Network Management Industrial HiVision, SFP, extended media module

Technical Information

https://www.belden.com
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Extended media module

Product No. Name Number of ports Port Type/Speed Accessories to order separately

942999836 MTM2700-2X 2 2×1/10G SFP+ slot SFP

Enterprise Ethernet: MTS2700 series switches accessories: PSU

Name MTM2700-PSU120 MTM2700-PSU500 MTM2700-PSU880

Product description

Description
AC/DC 120W PSU; Input 
100-240V/2.0A; Output 12V/10A; 
Without PoE support

AC/DC 500W PSU; Input 
100-240V/7.0A; Output 12VDC/10A, 
53.5VDC/7A; POE supported

AC/DC 880W PSU; Input 
100-240V/7.0A; Output 12VDC/10A, 
53.5VDC/7.1A (100VAC-165VAC), 
53.5VDC/14.2A (165VAC- 240VAC); 
PoE supported

Order no. 942999834 942999833 942999837

Service

Diagnostics LEDs (PWR) at basic device

Current consumption

Activation current typ. < 40A at 220VAC and cold start

Technical data

Operating voltage 100-240VAC

Operating temperature -10°C...55°C

Input frequency 50-60HZ

Nominal power of voltage supply 120W (220V/110V) 500W (220V/110V) 880W (220V)/550w (110V)

Power requirements

Software level 1A (220V), 2A (110V) 3.5A (220V), 7A (110V) 7A (220V), 7A (110V

Scope of delivery and accessories

Scope of delivery PSU module

https://www.belden.com
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Product featuresMTS2800 Series Switch 
- MAMMUTHUS Layer 3 
Gigabit Ethernet Switch 
with 10G Uplink Ports

Access/aggregation switches that can 
offer comprehensive L2/L3 feature sets
The MTS2800 series switches are equipped with redundant 
PSUs and have a compact, low-noise design that fits into 
600mm×600mm cabinets. They can operate at temperatures 
up to 55°C.

All RJ45 ports in the MTS2800 series support autonegotiation 
and MDI/MDI-X, making them suitable for various applications 
such as desktop, ELV rooms and data aggregation layers. 
The switches feature 4 or 6 SFP+ slots and support stacking 
configurations, eliminating single points of failure and 
providing MC-LAG.

With comprehensive L2/L3 feature sets, the MTS2800 
series offers flexible, reliable and secure options for 
network planning. Security and flow control technologies 
like DAI, DHCP snooping, IGMP snooping and 802.1x 
help administrators deploy a secure and robust network 
infrastructure.

https://www.belden.com
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Product description

Type MTS2848-6X-E MTS2824-6X-E MTS2848-6X-S MTS2824-4X-S

Description

1U rack mount, 48×FE/ GE 
TX, 6×1/10G SFP+ slots, fixed 
redundancy power supply, 
enhanced software

1U rack mount, 24×FE/ GE 
TX, 6×1/10G SFP+ slots, fixed 
redundancy power supply, 
enhanced software 

1U rack mount, 48×FE/ GE 
TX, 6×1/10G SFP+ slots, fixed 
redundancy power supply, 
standard software

1U rack mount, 24×FE/GE 
TX, 4×1/10G SFP+ slots, fixed 
redundancy power supply, 
standard software

Port type and quantity
48×FE/GE TX, 6×1/10G SFP+ 
slots, 1×RJ45 Console port, 
1×USB 2.0, no Reset Button

24×FE/GE TX, 6×1/10G SFP+ 
slots, 1×RJ45 Console port, 
1×USB 2.0, no Reset Button

48×FE/GE TX, 6×1/10G SFP+ 
slots, 1×RJ45 Console port, 
1×USB 2.0, no Reset Button

24×FE/GE TX, 4×1/10G SFP+ 
slots, 1×RJ45 Console port, 
1×USB 2.0, 1×Reset Button

Power supply 2×Fixed redundant PSUs

Heat radation Fixed fan

Order no. 942999841 942999842 942999843 942999844

Mechanical construction

Dimensions (W×D×H) 442mm×320×44.2mm 442mm×320×44.2mm 442mm×320×44.2mm 442mm×220×44.2mm

Weight 5.8kg 5.4kg 5.8kg 3.8kg

Mounting Rack mount

Power requirement

Operating voltage 100-240VAC, 50-60HZ, redundancy PSU supported

Power consumption 55W 37W 55W 26W

Ambient conditions

Operating temperature -10°C...55°C

Storage/transport temperature -40°C...70°C

Relative humidity  
(non-condensing)

10%…90%

Storage/transport humidity 
(non-condensing)

5%…95%

Software

Software level Enhanced software Standard software

Stacking Stackable, up to 4 devices in one stack

Approvals

CE / FCC Compliant

China Network Access Certif-
icate Compliant

CCC approval Compliant

RoHS compliance RoHS( (EU) 2015/863 ) and RoHS( GB/T26572-2011 ) compliant

Scope of delivery and accessories

Scope of delivery Device, console cable, installation package

Accessories to order separately Network Management Industrial HiVision, SFP

Technical Information

https://www.belden.com
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Product description

Type MTS2824F-4X-S MTS2832TF-4X-E MTS2848TF-4X-E

Description

1U rack mount, 24×100/1000M SFP 
slots, 4×1/10G SFP+ slots, fixed 
redundancy power supply, standard 
software

1U rack mount, 24×100/1000M SFP 
slots, 8×FE/GE TX, 4×1/10G SFP+ 
slots, fixed redundancy power supply, 
enhanced software

1U rack mount, 32×FE/GE TX, 
16×100/1000M SFP slots, 4×1/10G 
SFP+ slots, modular redundant PSU, 
enhanced software

Port type and quantity
24×100/1000M SFP slots, 4×1/10G 
SFP+ slots, 1×RJ45 Console port, 
1×USB 2.0, 1×Reset Button

24×100M/1000M SFP slots, 8×FE/GE 
TX, 4×1/10G SFP+ slots, 1×Console 
port, 1×USB 2.0, no Reset Button

32×FE/GE TX, 16×100/1000M SFP 
slots, 4×1/10G SFP+ slots, 1×RJ45 
Console port, 1×USB 2.0, no Reset 
Button

Power supply 2×Fixed redundant PSUs

Heat radation Fixed fan

Order no. 942999845 942999846 942999849

Mechanical construction

Dimensions (W×D×H) 442mm×320mm×44.2mm 442mm×320mm×44.2mm 442mm×420mm×44.2mm

Weight 5.8kg 5.6kg 8.5kg

Mounting Rack mount

Power requirement

Operating voltage 100-240VAC, 50-60HZ, redundancy PSU supported

Power consumption 38W 60W 55W

Ambient conditions

Operating temperature -10°C...55°C

Storage/transport temperature -40°C...70°C

Relative humidity (non-condensing) 10%…90%

Storage/transport humidity (non-condensing) 5%…95%

Software

Software level Standard software Enhanced software

Stacking Stackable, up to 8 devices in one stack

Approvals

CE / FCC Compliant

China Network Access Certificate Compliant

CCC approval Compliant

RoHS compliance RoHS( (EU) 2015/863 ) and RoHS( GB/T26572-2011 ) compliant

Scope of delivery and accessories

Scope of delivery Device, console cable, installation package

Accessories to order separately Network Management Industrial HiVision, SFP

Technical Information
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Extended media module

Product No. Name Number of ports Port Type/Speed Accessories to order separately

942999850 MTM2800-2X 2 2×1/10G SFP+ slot SFP

Enterprise Ethernet: MTM2800-PSU120 switches accessories: PSU

Name MTM2800-PSU120

Product description

Description AC/DC 120W PSU; Input 100-240V/2.0A; Output 12V/10A; Without PoE support

Order no. 942999840

Service

Diagnostics LEDs (PWR) at basic device

Current consumption

Activation current typ. < 40A at 220VAC and cold start

Technical data

Operating voltage 100-240VAC

Operating temperature -10°C...55°C

Input frequency 50-60HZ

Nominal power of voltage supply 120W (220V/110V)

Power requirements

Software level 1A (220V), 2A (110V)

Scope of delivery and accessories

Scope of delivery PSU module
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Product featuresMTS2900 Series Switch 
- MAMMUTHUS Layer 3 
10Gigabit Ethernet Core 
Switch with 40G Uplink 
Ports

High-capacity aggregation/core switch
The MTS2900 series switch is a high-capacity aggregation 
and core switch, offering industry-leading port density and 
switching speed. It functions as a core switch when paired 
with the MTS2600, MTS2700 and MTS2800 for compact 
data network solutions. Additionally, it acts as an aggregation 
switch with the MTS8000 for larger network solutions.

This series features 48 SFP+ slots, supporting 1G/10G 
SFP modules and various SFP applications, from 550m 
multi-mode to 80km single-mode SFP+. The 40G QSFP 
ports provide high-speed uplink and interconnection links. 
The switch supports spine-leaf deployment models and 
OpenFlow 1.3 SDN controllers.

With an enhanced L2/L3 feature set, the MTS2900 series 
supports database-level networks and offers exceptional 
configuration flexibility. It supports routing protocols such 
as OSPF, BGP and ISIS, as well as core routing protocols 
like MPBGP and MPLS. Additionally, it includes all switching 
and routing features of the MTS2700 and MTS2800 series, 
ensuring continuous security strategy and configuration logic.

https://www.belden.com
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Product description

Type MTS2948X-6Q-A

Description 1U rack mount 40G Core Switch, 48×1/10G SFP+ slots, 6×40G QSFP+ slots, modular PSU, advanced software

Port type and quantity 48×1/10G SFP+ slots, 6×40G QSFP+ slots, 1×USB, 2×RJ45 console port, 1×FE/GE RJ45 out of band management port, 
1×Reset Button

Power supply 2×modular PSUs, hot swappable

Heat radation Modular fans

Order no. 942999824

Mechanical construction

Dimensions (W×D×H) 440mm×560mm×44.2mm

Weight 12.4kg

Mounting Rack mount

Power requirement

Operating voltage 100-240VAC 50-60Hz, redundancy PSU supported

Power consumption 200W

Ambient conditions

Operating temperature -10°C...55°C

Storage/transport temperature -40°C...70°C

Relative humidity (non-condensing) 10%…90%

Storage/transport humidity (non-condensing) 5%…95%

Software

Software level Advanced software

Stacking Stackable, up to 4 devices in one stack

Approvals

CE / FCC Compliant

China Network Access Certificate Compliant

CCC approval Compliant

RoHS compliance RoHS( (EU) 2015/863 ) and RoHS( GB/T26572-2011 )

Scope of delivery and accessories

Scope of delivery Device, console cable, installation package

Accessories to order separately Network Management Industrial HiVision, SFP, PSU module, fan module*

Technical Information

*A MTS2948X-6Q-A switch must have four fan modules to make it work properly.
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Enterprise Ethernet: MTS2900 series switch accessories: Fan

Name MTM2900-FAN

Product description

Description Modular Fan, Hot-Swap supported, 4 units fan are mandatory for MTS2948X-6Q-A

Order no. 942999823

Service

Diagnostics LEDs (FAN) at basic device

Technical data

Operating temperature -10°C...55°C

Scope of delivery and accessories

Scope of delivery Fan module

Enterprise Ethernet: MTS2900 series switch accessories: PSU

Name MTM2900-PSU250

Product description

Description AC/DC 250W PSU; AC Input 100-240V; DC Input 192~288V, 3.5A; Output 12V/20.8A, 5VSB/2A; Hot-Swap supported

Order no. 942999822

Service

Diagnostics LEDs (PWR) at basic device

Current consumption

Activation current typ. < 40A at 220VAC and cold start

Technical data

Operating voltage 100-240VAC

Operating temperature -10°C...55°C

Input frequency 50-60Hz

Nominal power of voltage supply 250W (220V/110V)

Power requirements

Software level 1.7A (220V), 3.4A (110V)

Scope of delivery and accessories

Scope of delivery PSU module

https://www.belden.com


34belden.com

MTS8000 Series Switch 
- MAMMUTHUS Layer 3 
Modular Core Switch

Modular core switch
The MTS8000 series switch features a compact design and 
powerful expansion capabilities, offering industry-leading 
SFP+/QSFP port density within 6U, 11U and 15U chassis. It 
supports various port types, including PoE/PoE+, and, along 
with other Mammuthus series switches, provides an end-to-
end network solution.

These switches come with dual redundant engines and up to 
8 media module slots, supporting GE, SFP, SFP+, and QSFP 
ports. Both the MTS8006 and MTS8010 models include 2 
switch fabric slots. MTS8000 devices can be managed by 
an SDN controller via OpenFlow 1.3, making them versatile 
for both spine-leaf and traditional topologies.

With an enhanced L2/L3 feature set, the MTS8000 series 
supports data center-level networks and routing protocols 
such as OSPF, BGP and ISIS, as well as core routing protocols 
like MPBGP and MPLS. The switches also support stacking 
and MC-LAG, providing high network redundancy and 
performance. Additionally, they include all switching and 
routing features of the MTS2700 and MTS2800 series, 
ensuring continuous security strategy and configuration logic.

Product features

https://www.belden.com


35belden.com

Product description

Type MTS8003-Chassis MTS8006-Chassis MTS8010-Chassis

Description
6U rack mount, dual engine, 3×media 
modules, 4×modular PSUs, 2×fan 
trays, advanced software

11U rack mount, dual engine, 4×media 
modules, 2×switch fabric modules, 
4×modular PSUs, 2×fan trays, 
advanced software

15U rack mount, dual engine, 8×media 
modules, 2×switch fabric modules, 
4×modular PSUs, 2×fan trays, 
advanced software

Slot type and quantity Including 2×engine slots, 3×media 
module slots

Including 2×engine slots, 4×media 
module slots, 2×switch fabric module 
slots

Including 2×engine slots, 8×media 
module slots, 2×switch fabric module 
slotsv

Management ports on engine 1×USB, 1×SD port, 1×RJ45 console port, 1×RJ45 CMM port, 1×micro USB console port, 1×out-of-band port, 1×RJ45 
debug port and 1×reset button

Engine redundancy Yes

Power supply 4×modular redundant PSUs, hot swappable

Heat radiation 2×modular redundant Fan trays, hot swappable

Mechanical construction

Dimensions (W×D×H) 440mm×430mm×266mm 441mmx434.8mmx488mm 441mm×434.8mm×666mm

Mounting Rack mount

Power requirement

Operating voltage 100-240VAC, 50-60HZ

Ambient conditions

Operating temperature 0°C...55°C

Storage/transport temperature -40°C...70°C

Relative humidity (non-condensing) 10%…90%

Storage/transport humidity (non-condensing) 5%…95%

Software

Software level Advanced software

Stacking Stackable, up to 2 devices in one stack

Approvals

CE / FCC Compliant

China Network Access Certificate Compliant

RoHS compliance RoHS( (EU) 2015/863 ) and RoHS( GB/T26572-2011 ) compliant

Scope of delivery and accessories

Scope of delivery Device, console cable, installation package

Accessories to order separately Engine, media module, PSU, fan tray*, SFP, Network Management Industrial HiVision

Technical Information
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Enterprise Ethernet: MTS8003 modular core switch accessories: fan tray

Name MTM8003-FAN

Product description

Description Modular Fan, Hot-Swap supported, 2 units of the fan module are mandatory for MTS8003

Order no. 942999804

Service

Diagnostics LEDs (FAN) at basic device

Technical data

Operating temperature 0°C...55°C

Scope of delivery and accessories

Scope of delivery Fan tray module

Enterprise Ethernet: MTS8000 series switch accessories: PSU

Name MTM8000-PSU800

Product description

Description MTS8003 800W Power Supply, Min. 1*PSU, Max. 4*PSUs

Order no. 942999803

Service

Diagnostics LEDs (PWR) at basic device

Current consumption

Activation current typ. < 40A at 220VAC and cold start

Technical data

Operating voltage 100-240VAC

Operating temperature 0°C...55°C

Input frequency 50-60HZ

Nominal power of voltage supply 800W (220V/110V)

Power requirements

Current consumption 5A (220 V), 10A (110V)

Scope of delivery and accessories

Scope of delivery PSU
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Enterprise Ethernet: MTS8006 modular core switch accessories: fan tray

Name MTM8006-FAN

Product description

Description Modular fan tray, hot-swap supported, 2 units of the fan tray module are mandatory for MTS8006

Order no. 942999798

Service

Diagnostics LEDs (FAN) at basic device

Current consumption

Activation currentv typ. < 40A at 220VAC and cold start

Technical data

Operating temperature 0°C...55°C

Scope of delivery and accessories

Scope of delivery Fan tray module

Enterprise Ethernet: MTS8010 modular core switch accessories: fan tray

Name MTM8010-FAN

Product description

Description Modular fan tray, hot-swap supported, 2 units of the fan tray module are mandatory for MTS8010

Order no. 942999797

Service

Diagnostics LEDs (FAN) at basic device

Current consumption

Activation currentv typ. < 40A at 220VAC and cold startv

Technical data

Operating temperature 0°C...55°C

Scope of delivery and accessories

Scope of delivery Fan tray module
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Product number Product code Description

942999801 MTS8003-Chassis MTS8003 Chassis, 6U, MUST have 2×FAN Trays

942999792 MTS8006-Chassis MTS8006 Chassis, 11U, MUST have 2×FAN Trays

942999791 MTS8010-Chassis MTS8010 Chassis, 15U, MUST have 2×FAN Trays

942999804 MTM8003-FAN MTS8003 Fan Tray, Max. 2×Fan Trays

942999798 MTM8006-FAN MTS8006 Fan Tray, Max. 2×FAN Trays

942999797 MTM8010-FAN MTS8010 Fan Tray, Max. 2×FAN Trays

942999802 MTM8000-Engine MTS8000 Engine Module, Max. 2×Engines

942999803 MTM8000-PSU800 MTS8000 800W Power Supply, Max. 4×PSUs

942999793 MTM8000-SF-A High performance switch fabric module for MTS8000

942999794 MTM8000-SF-S Standard performance switch fabric module for MTS8000

942999795 MTM8000-SF-24F8X-S Hybrid card, standard switch fabric module with 24×100M/1000M SFP slots, 8×1/10G SFP + slots

942999796 MTM8000-SF-16F16X-S Hybrid card, standard switch fabric module with 16×100M/1000M SFP slots, 16×1/10G SFP + slots

942999806 MTM8000-48F2X-S Media module; 48×Gbit SFP slots, 2×10Gbit SFP + slots

942999807 MTM8000-48T2X-S Media module; 48×Gbit RJ45 ports, 2×10Gbit SFP + slots

942999808 MTM8000-48TP2X-S Media module; 48×Gbit RJ45 PoE ports, 2×10Gbit SFP + slots

942999809 MTM8000-24T24F2X-S Media module; 24×Gbit RJ45 ports, 24×Gbit SFP slots, 2×10Gbit SFP + slots

942999811 MTM8000-16X4Q-S Media module; 16×10Gbit SFP + slots, 4×40G QSFP + slots

942999810 MTM8000-16X-S Media module; 16×10Gbit SFP + slots

942999814 MTM8000-52X-A Media module; 52×10Gbit SFP + slots, high performance

942999812 MTM8000-16Q-A Media module; 16×40G QSFP + slots, high performance

942999800 MTM8000-4QSFP28-A Media module; 4x100G QSFP28 slots

942999815 MTM8000-ModuleCover Media module slot cover

942999816 MTM8000-EngineCover Switch Engine slot cover

942999817 MTM8000-PSUCover Switch PSU slot cover

Order Information
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MAMMUTHUS Router - 
MTR3600-4C24T-4S

MAMMUTHUS enterprise router
MTR3600-4C24T-4S utilizes a MIPS-based multi-core 
processor and a separated forwarding/management 
hardware architecture. This design ensures the router can 
handle various network situations, keeping you in control at 
all times.

The MTR series supports multiple dynamic routing protocols, 
various measurement methods and the Service Level 
Assurance method (SLA). It also supports MPLS and EVPN. 
With an IPv4/IPv6 dual protocol stack, the MTR series can 
operate in both single and dual protocol stack environments. 

It supports a wide range of multicast protocols, ensuring 
reliable transmission of multicast data across extensive, 
geographically distributed factory environments. Additionally, 
it safeguards non-multicast recipients from the impacts of 
multicast traffic.

The MTR series integrates with Hirschmann Industrial 
HiVision Management software, enabling users to manage 
all Hirschmann and Hirschmann IT products within a unified 
NMS interface. This integration ensures a consistent user 
experience with uniform UI, icons and control modes.

The MTR series shares the same setup logic as the MTS 
series, making it easy for those familiar with MTS switches to 
operate the device without additional support.
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Product description

Type MTR3600-4C24T-4S

Processor Multi-Core MIPS

Flash 8GB

miscoSD card 1×miscoSD card slot

Fixed interface 4×GE Combo port (WAN), 24×GE TX port (LAN)

Extension slots 4

IPSec performance 800Mbps

IPv4 routing table capacity 100,000 (OSPF)

USB 1×USB 2.0 port, 1×micro USB console port

RJ45 console port 1

Cooling mode Fixed fan

Type MTR3600-4C24T-4S

Order no. 942999775

Mechanical construction

Dimensions (W×D×H) 442mm×380mm×44.3mm

Weight 5.1kg

Mounting Rack mount

Power requirement

Operating voltage 100-240VAC, 50-60Hz, fixed dual redundant PSU

Power consumption 54W

Ambient conditions

Operating temperature -10°C…55°C

Storage/transport temperature -40°C...70°C

Relative humidity (non-condensing) 5%...85%

Storage/transport humidity (non-condensing) 5%...95%

Software

Link-layer protocol Advanced software

TCP/IP Protocol Stackable, up to 4 devices in one stack

Routing protocol 1

Security

VPN 1

QoS

Multicast 1

Reliability

Management & monitoring Rack mount

Mechanical stability

IEC 60068-2-27 shock Compliant

IEC 60068-2-6 vibration RoHS( (EU) 2015/863 ) and RoHS( GB/T26572-2011 )

Technical Information
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Product description

Type MTR3600-4C24T-4S

EMC interference immunity

EN 61000-4-2 electrostatic discharge (ESD) 4kV contact discharge, 8kV air discharge

EN 61000-4-3 electromagnetic field 10V/m (80-1000MHz), 3V/m (1000-6000MHz)

EN 61000-4-4 fast transients (burst) 2kV power line, 1kV data line

EN 61000-4-5 surge voltage power line: 2kV (line/earth), 1kV (line/line), 1kV data line

EN 61000-4-6 conducted immunity 10V (150kHz-80MHz)

EN 61000-4-8 power frequency magnetic field 30A/m

EN 61000-4-11 voltage dips, short interruption 0%(20ms), 40%(300ms), 70%(500ms), 0%(5s)

EMC emitted immunity

FCC CFR47 Part 15 FCC 47 CFR Part 15 Class A

EN 55032 EN 55032 Class A

EN 61000-3-2 EN 61000-3-2 Class A

EN 61000-3-3 EN 61000-3-3

Approvals

Approvals CE; FCC; CCC; China Network Access Certificate; RoHS(EU)2015/863) and RoHS(GB/T26572-2011) compliant

Scope of delivery and accessories

Scope of delivery 1×device, 1×installation package

Accessories to order separately Media module

Product number Product code Description

942999775 MTR3600-4C24T-4S Enterprise router, 4×GE Combo port (WAN), 24×GE TX port (LAN), 4×media module extension slot

942999778 MTR3000-1C Media module for MTR3000 series enterprise router, 1×gigabit combo port

942999779 MTR3000-4CE1 Media module for MTR3000 series enterprise router, 4×CE1 ports

942999780 MTR3000-4E1 Media module for MTR3000 series enterprise router, 4×E1 ports

942999781 MTR3000-1POS-OC3 Media module for MTR3000 series enterprise router, 1×155M POS port

942999782 MTR3000-4GT Media module for MTR3000 series enterprise router, 4×gigabit TX RJ45 ports

942999783 MTR3000-4G-LTE-A Media module for MTR3000 series enterprise router, 4G media module, LTE-FDD (band:1/3), TD-LTE 
(band 38/39/40/41), WCDMA, TD-CDMA, EVDO, CDMA2000 1x, EDGE/GPRS/GSM

942999784 MTR3000-4GF Media module for MTR3000 series enterprise router, 4×gigabit SFP slots

Order Information

Technical Information
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Hirschmann IT Dragonfly 
Enterprise Wi-Fi 6 Access 
Point

Enterprise indoor and outdoor Wi-Fi 6 
access point
The Hirschmann IT Dragonfly series offers enterprise-
grade Wi-Fi 6 access points for both indoor and outdoor 
environments. These access points support 2.4GHz and 
5GHz dual GE uplinks, OFDMA, MU-MIMO and various Wi-Fi 
6 features. This combination increases bandwidth capacity 
and reduces latency, making them perfect for high-quality 
wireless needs.

DAP620 supports a maximum concurrent data rate of 
1.77Gbps (1.2Gbps in 5GHz and 573.5Mbps in 2.4GHz), 
with four spatial streams (2SS in 2.4GHz and 2SS in 
5GHz), 80MHz channels (HE80) and all mandatory Wi-Fi 6 
(802.11ax) features, including MU-MIMO, UL/DL OFDMA, and 
BSS coloring.

DAP640, DAP645, DAP646, and DAP647 support a 
maximum concurrent data rate of 2.975Gbps (2.402Gbps 
in 5GHz and 573Mbps in 2.4GHz), with six spatial streams 
(2SS in 2.4GHz and 4SS in 5GHz), 160(80+80)MHz channels 
and all Wi-Fi 6 (802.11ax) features. These models also 
integrate BLE5/Zigbee (802.15.4), making them ideal for a 
broad range of IoT applications. The MTR series shares the 
same setup logic as the MTS series, making it easy for those 
familiar with MTS switches to operate the device without 
additional support.
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43belden.com

Product description

Type DAP620 DAP640

Description Indoor, dual radio, 5 GHz 802.11ax 2x2:2 and 2.4 GHz 
802.11ax 2x2:2, built-in antennas

Indoor, dual radio, 5 GHz 802.11ax 4x4:4 and 2.4 GHz 
802.11ax 2x2:2, built-in antennas; integrated BLE/Zig-
bee, scanning and security function

Port type and quantity

• 2×10/100/1000 TX RJ45, PoE PD (IEEE 802.3at), 
• 1×RJ45 Console Port 
• 1×USB 2.0 Type-C 
• 1×Reset button 
• 1×Kensington security slot

• �1× 10/100/1000/2500Mbps RJ45 port, Eth0, PoE PD 
(IEEE 802.3at)

• �1× 10/100/1000Mbps RJ45 port, port, Eth1, PoE PD 
(IEEE 802.3at)

• 1×RJ45 Console Port,  
• 1×USB 2.0 Type-C, 
• 1×Reset button,
• 1×Kensington security slot

Radio protocol IEEE 802.11b; 802.11a/g/n/ac; 802.11ax; up to 1.77Gbps 
(1.2Gbps in 5GHz and 573.5Mbps in 2.4GHz) data rate

IEEE 802.11b; 802.11a/g/n/ac; 802.11ax; up to 2.975Gbps 
(2.402Gbps in 5GHz and 573Mbps in 2.4GHz) data rate

Order no. 942 999-300 942 999-304

Radio technology

Antenna connector

Built-in 2×2:2 @ 2.4GHz, 2x2:2 @ 5GHz, integrated 
dual-band downtilt omni-directional antennas for 2x2 
MIMO with peak antenna gain of 3.3dBi in 2.4GHz and 
3.3dBi in 5GHz.

Built-in 2×2:2 @ 2.4GHz, 4x4:4 @ 5GHz, BLE antenna, 
Four integrated dual-band downtilt omni-directional 
antennas for 4x4 MIMO with peak antenna gain of 
4.7dBi in 2.4GHz and 4.8dBi in 5GHz.

Frequency band

• 2.400 to 2.4835 GHz
• 5.150 to 5.250 GHz
• 5.250 to 5.350 GHz
• 5.470 to 5.725 GHz
• 5.725 to 5.850 GHz

*available channels: Dependent on configured regulatory domain

Modulation
• 802.11b: BPSK, QPSK, CCK
• 802.11a/g/n/ac: BPSK, QPSK, 16-QAM, 64-QAM, 256-QAM
• 802.11ax: BPSK, QPSK, CCK,1 6-QAM, 64-QAM, 256-QAM, 1024-QAM

Additional radio feature BLE5/Zigbee (802.15.4), scanning and security function

Mechanical construction

Dimensions (W×D×H) 180mmx180mmx36mm

Weight 0.6kg 0.8 kg

Mounting Wall/Ceiling mounting

Power requirement

Operating voltage • Supports direct DC power and Power over Ethernet (PoE PD)
• Direct DC source: 48V DC nominal, +/- 5%

Power consumption 13.1W 24.8W

Ambient conditions

Operating temperature 0°C…45°C 0°C…50°C

Storage/transport temperature -40°C…70°C

Relative humidity (non-condensing) 5%...95%

Protection class IP41

Software

Software features Auto channel selection; Auto transmit power control; Bandwidth control per SSID; L2 roaming; L3 roaming with 
DAC software; Band steering; Client smart load balance; NTP server client; Wireless MESH P2P/P2MP

Management Internal User Database; Zero-touch provisioning (ZTP); System log report; SNMP Trap Notification with DAC 
software; Floor plan and heat map with DAC software

Security Captive Portal; Radius Client; Wireless QoS; Client sticky avoidance; User behavior tracking; White / black list; 
ACL; Rogue AP location and containment; Wireless Attack Detection

Technical information - indoor series
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Product description

Type DAP620 DAP640

Authentication & encryption

• 802.11i, Wi-Fi Protected Access 2 (WPA2), WPA, WPA3 (WPA3-Personal,WPA3-Enterprise)
• 802.1X
• Portal page authentication
• Advanced Encryption Standard (AES), Temporal Key Integrity Protocol (TKIP)

Management software DAC Software, Industrial HiVision

Compliance

IEEE standard

• IEEE 802.11a/b/g/n/ac/ax
• IEEE 802.11e WMM
• IEEE 802.11h, 802.11i, 802.11e QoS
• IEEE 802.11k Radio Resource Management
• IEEE 802.11v BSS Transition Management
• IEEE 802.11r Fast roamin

Basic standard CE, FCC, UL

Safety EN62368-1

Radio EN 300 328 (2.4 GHz), EN 301 893 (5 GHz), EN 301 489-1, EN 301 489-17

Medical electrical equipment EN 60601-1-1, EN 60601-1-2

RoHS RoHS ( EU 2015/863 ) and RoHS( GB/T26572-2011 ) compliant

Wi-Fi Alliance Wi-Fi 6 certified, Passpoint

Scope of delivery and accessories

Scope of delivery Installation guide, mounting kit (AP-MNT-IN-W)

Accessories to order separately DC power adapter

Technical information - indoor series
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Product description

Type DAP645 DAP646 DAP647

Description

Outdoor, dual radio, 5 GHz 802.11ax 
4x4:4 and 2.4 GHz 802.11ax 2x2:2, 
built-in omini-antennas; integrated BLE/
Zigbee, scanning and security function

Outdoor, dual radio, 5 GHz 802.11ax 
4x4:4 and 2.4 GHz 802.11ax 2x2:2, in-
tegrated directional antenna; integrated 
BLE/Zigbee, scanning and security 
function

Outdoor, dual radio, 5 GHz 802.11ax 
4x4:4 and 2.4 GHz 802.11ax 2x2:2, ex-
ternal antenna; integrated BLE/ Zigbee, 
scanning and security function

Port type and quantity

• 1× 10/100/1000/2500Mbps RJ45 port, Eth0, PoE PD (IEEE 802.3bt)
• 1×10/100/1000Mbps RJ45 port, Eth1, PoE PSE (IEEE 802.3at)
• 1×SFP slot 1Gbps
• 1×Reset button

Radio protocol IEEE 802.11b; 802.11a/g/n/ac; 802.11ax; up to 2.975Gbps (2.402Gbps in 5GHz and 573Mbps in 2.4GHz) data rate

Order no. 942 999-308 942 999-312 942 999-316

Radio technology

Antenna connector

Built-in 2×2:2 @ 2.4GHz, 4x4:4 @ 
5GHz, four integrated 5GHz omni 
antennas for 4x4 MIMO with peak 
antenna gain 6.48dBi, two integrated 
2.4GHz omni antennas for 2x2 MIMO 
with peak antenna gain 4.85dBi

Built-in 2×2:2 @ 2.4GHz, 4x4:4 @ 
5GHz, four integrated 5GHz directional 
antennas for 4x4 MIMO with peak 
antenna gain 7.4dBi, two integrated 
2.4GHz directional antennas for 2x2 
MIMO with peak antenna gain 7.5dBi 
(H80°V80°)

External antennas, 2×2:2 @ 2.4GHz, 
4x4:4 @ 5GHz, 6×N femal connectors, 
built in 6KA antenna feeder lightning 
/ port; ANT0-ANT3 are 5GHz band, 
ANT4-ANT5 support 2.4GHz band; 
Integrated BLE antenna

Frequency band

• 2.400 to 2.4835 GHz
• 5.150 to 5.250 GHz
• 5.250 to 5.350 GHz
• 5.470 to 5.725 GHz
• 5.725 to 5.850 GHz

*available channels: Dependent on configured regulatory domain

Modulation

• 802.11b: BPSK, QPSK,CCK
• �802.11a/g/n/ac: BPSK, QPSK, 16-QAM, 

64-QAM, 256-QAM
• �802.11ax: BPSK,QPSK,CCK, 16-QA-

M,64-QAM, 256-QAM,1024-QAM

• 802.11b: BPSK, QPSK, CCK
• �802.11a/g/n/ac: BPSK, QPSK, 16-QAM, 

64-QAM, 256-QAM
• �802.11n high-throughput (HT) support: 

HT 20/40
• �802.11ac very high throughput (VHT) 

support: VHT 20/40/80
• �802.11ax(HE):BPSK, QPSK, CCK, 16-

QAM, 64-QAM, 256- QAM, 1024-QAM

• 802.11b: BPSK, QPSK, CCK
• �802.11a/g/n/ac: BPSK, QPSK, 16-QAM, 

64-QAM, 256-QAM
• �802.11ax: BPSK,QPSK,CCK,16-AM, 

64-QAM,256-QAM, 1024-QAM

Additional radio feature BLE5/Zigbee (802.15.4), scanning and security function

Mechanical construction

Dimensions (W×D×H) 243mmx243mmx85mm

Weight 2.5kg

Mounting Pole mounting Pole/Wall mounting

Power requirement

Operating voltage Support Power over Ethernet (IEEE 802.3bt, 802.3at)

Power consumption
• 24W (802.3at PoE in, Eth1 PSE disabled)
• 46W (802.3bt Type3 PoE in, Eth1 supports 802.3af PSE)
• 64W (802.3bt Type4 PoE in, full functions, Eth1 supports 802.3at PSE)

Ambient conditions

Operating temperature -40°C…65°C

Storage/transport temperature -40°C…85°C

Relative humidity (non-condensing) 0%...100%

Protection class IP67

Wind resistance up to 100MPH sustained winds; up to 165MPH wind gusts

Technical information - outdoor series
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Product description

Type DAP645 DAP646 DAP647

Software

Software features Auto channel selection; Auto transmit power control; Bandwidth control per SSID; L2 roaming; L3 roaming with DAC soft-
ware; Band steering; Client smart load balance; NTP server client; Wireless MESH P2P/P2MP

Management Internal User Database; Zero-touch provisioning (ZTP); System log report; SNMP Trap Notification with DAC software; 
Floor plan and heat map with DAC software

Security Captive Portal; Radius Client; Wireless QoS; Client sticky avoidance; User behavior tracking; White / black list; ACL; Rogue 
AP location and containment; Wireless Attack Detection

Authentication & encryption

• 802.11i, Wi-Fi Protected Access 2 (WPA2), WPA, WPA3 (WPA3-Personal, WPA3-Enterprise)
• 802.1X
• Portal page authentication
• Advanced Encryption Standard (AES), Temporal Key Integrity Protocol (TKIP)

Management software DAC Software, Industrial HiVision

Compliance

IEEE standard

• EEE 802.11a/b/g/n/ac/ax
• IEEE 802.11e WMM
• IEEE 802.11h, 802.11i, 802.11e QoS
• IEEE 802.11k Radio Resource Management
• IEEE 802.11v BSS Transition Management
• IEEE 802.11r Fast roaming

Basic standard CE, FCC, UL

Safety EN61131-2, EN62368-1, EN60950-22

Radio EN 300 328 (2.4 GHz), EN 301 893 (5 GHz), EN 301 489-1, EN 301 489-17

Medical electrical equipment EN 60601-1-1, EN 60601-1-2

RoHS RoHS ((EU)2015/863) and RoHS (GB/T26572-2011) compliant

Wi-Fi Alliance Wi-Fi 6 certified, Passpoint

Scope of delivery and accessories

Scope of delivery Installation guide

Accessories to order separately
Mounting kit (AP-MNT-OUT-H), PoE 
injector, SFP module (only support HIT 
SFP module), SFP Gland

Mounting kit (AP-MNT-OUT), PoE injec-
tor, SFP module (only support HIT SFP 
module), SFP Gland

Mounting kit (AP-MNT-OUT), PoE 
injector, SFP module (only support 
HIT SFP module), SFP Gland , Cables 
2m,5m,15m

Technical information - outdoor series
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Dragonfly Wi-Fi 6 
(802.11ax) Industrial 
Access Point
The Dragonfly DAP847 offers Wi-Fi 6 connectivity for train-
to-ground communications, ensuring reliable roaming and 
high data throughput at speeds up to 100km/h in metro 
rail applications. It also provides robust wireless Wi-Fi 6 
connectivity for industrial communications.

Metro rail systems depend on continuous communication 
with trains to ensure safety and reliability, particularly for 
Communications-Based Train Control (CBTC) applications. 
Additionally, onboard applications and systems require high 
data throughput capabilities for effective communication 
between trains and trackside systems, such as for Closed-
Circuit Television (CCTV) applications.
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Product description

Type
DAP847- 
RWAPKT89 
9THH

DAP847- 
RWAPKT 
899EHH

DAP847- 
RWAKKT 
899THH

DAP847- 
RWAKKT 
899EHH

DAP847- 
RWCPKT 
899THH

DAP847- 
RWCPKT 
899EHH

DAP847- 
RWCKKT 
899THH

DAP847- 
RWCKKT 
899EHH

Description Outdoor, dual radio, 5 GHz 802.11ax 4x4:4 and 2.4 GHz 802.11ax 2x2:2, external antenna; 1*1 scanning and security function

Slot type and quantity

1× 10/100/1000/2500Mbps 
M12 X-code, Eth, PoE PD (IEEE 
802.3at, 802.3bt)  
1 × Reset button  
1 × V.24 M12 A-coded  
1 × Air Valve

1× 10/100/1000/2500Mbps 
M12 X-code, Eth, PoE PD (IEEE 
802.3at, 802.3bt) 
1 × Reset button 
1 × V.24 M12 A-coded 
1 × Air Valve 
1 × PSU 7/8” connector

1× 10/100/1000/2500Mbps 
M12 X-code, Eth, PoE PD (IEEE 
802.3at, 802.3bt) 
1 × Reset button 
1 × V.24 M12 A-coded 
1 × Air Valve

1× 10/100/1000/2500Mbps 
M12 X-code, Eth, PoE PD (IEEE 
802.3at, 802.3bt) 
1 × Reset button 
1 × V.24 M12 A-coded 
1 × Air Valve 
1 × PSU 7/8” connector

Heat radiation 9AA101001 9AA101002 9AA101003 9AA101004 9AA101005 9AA101006 9AA101007 9AA101008

Radio technology

Antenna connector External antennas, 2×2:2 @ 2.4GHz, 4x4:4 @ 5GHz, 1x1:1 for scanning, 7 × N female connectors; ANT1-ANT4 for 5GHz band, 
ANT5-ANT6 for 2.4GHz band;

Frequency band

2.400 to 2.4835 GHz
5.150 to 5.250 GHz
5.250 to 5.350 GHz
5.470 to 5.725 GHz
5.725 to 5.850 GHz

*Available channels: Dependent on configured regulatory domain

Modulation
802.11b: BPSK, QPSK, CCK
802.11a/g/n/ac: BPSK, QPSK, 16-QAM, 64-QAM, 256-QAM
802.11ax: BPSK, QPSK, CCK, 16-QAM, 64-QAM, 256-QAM, 1024-QAM

Additional radio feature scanning and security function

Mechanical construction

Dimensions (W×D×H) 284mm×200mm×57mm

Weight 2.5kg

Mounting Wall mounting

Power requirement

Operating voltage Support Power over Ethernet 
(IEEE 802.3at, 802.3bt)

Support Power over Ether-
net(IEEE 802.3at, (802.3bt); 
PSU 24/110VDC

Support Power over Ethernet 
(IEEE 802.3at, 802.3bt)

Support Power over Ethernet 
(IEEE 802.3at, 802.3bt); PSU 
24/110VDC

Power consumption 24W

Ambient conditions

Operating temperature -40°C …70°C

Storage/transport temperature -40°C …85°C

Relative humidity (noncondensing) 10%...95%

Protection class IP67

Software

Software features

Auto channel selection; Auto transmit power control; Dynamic 
bandwidth selection; Band steering; Client smart load balance; 
DFS; Roaming; NTP client; Wireless MESH P2P/P2MP; Dynamic 
EDCA based on WMM; BSS Coloring; PRP maintain trailer;

MESH mode for onboard applications; Roaming; Dynamic 
EDCA based on WMM; PRP maintain tailer; Front-rear switch-
ing; NTP client;

Management
Cluster and DAC mode management; MIMO configuration; 
Internal User Database; Zero-touch provisioning (ZTP); System 
log report; SNMP; SNMP Trap Notification with DAC software;

Cluster mode management; MIMO configuration; Zero-touch 
provisioning (ZTP); System log report; SNMP;

Security
Captive Portal; Radius Client; Wireless QoS; Client sticky 
avoidance; User behavior tracking; Allow/block list; ACL;  
Rogue AP locating and suppression; Wireless Attack Detection

Captive Portal; Wireless QoS; User behavior tracking;

Technical information - industrial series
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Product description

Type
DAP847- 
RWAPKT89 
9THH

DAP847- 
RWAPKT 
899EHH

DAP847- 
RWAKKT 
899THH

DAP847- 
RWAKKT 
899EHH

DAP847- 
RWCPKT 
899THH

DAP847- 
RWCPKT 
899EHH

DAP847- 
RWCKKT 
899THH

DAP847- 
RWCKKT 
899EHH

Authentication & encryption

802.11i, WPA2(WPA2-Personal, WPA2 -Enterprise), WPA3 (WPA3-Personal, WPA3 -Enterprise) 
802.1X  
Portal page authentication  
Advanced Encryption Standard (AES)

Management software DAC Software, Industrial HiVision Industrial HiVision

Ambient conditions

IEEE standard

• IEEE 802.11a/b/g/n/ac/ax 
• IEEE 802.11e WMM 
• IEEE 802.11h, 802.11i, 802.11e QoS 
• IEEE 802.11k Radio Resource Management 
• IEEE 802.11v BSS Transition Management 
• IEEE 802.11r Fast roaming

Basic standard CE, FCC, UL

Safety EN 61131-2, EN 62368-1, EN 60950-22

Radio EN 300 328 (2.4 GHz), EN 301 893 (5 GHz), EN 302 502(5.8GHz)

Transportation EN 50155, EN 50121-3-2, EN 50121-4, EN 45545-2 (Fire Protection Railway)

RoHS RoHS( 2011/65/EU,(EU)2015/863 ) and RoHS( GB/T26572-2011 ) compliant

Wi-Fi Alliance Wi-Fi 6 certified, Passpoint

Scope of delivery and accessories

Scope of delivery

1x DAP847 device 
1x General safety instructions 
1x Information sheet and out-
door safety instructions

1x DAP847 device 
1x RKC40/9, 7/8” socket: 7/8” 
connector, 4-pin for Power 
supply 
1x General safety instructions 
1x Information sheet and out-
door safety instructions

1x DAP847 device 
1x General safety instructions 
1x Information sheet and 
outdoor safety instructi

1x DAP847 device 
1x RKC40/9, 7/8” socket: 7/8” 
connector, 4-pin for Power 
supply 
1x General safety instructions 
1x Information sheet and out-
door safety instructions

Accessories to order separately

• EM12G OCTOPUS: Field attachable Gigabit Ethernet connector, M12 male, 8-pole, “X”-coded 
• Terminal Cable, M12-4pin to DB9: Terminal cable, Side A: M12 “A”-coded 4-pin connector, Side B: Sub-D connector, 9-pin 
• BAT-ANT-Protector m-f 
• N-Abschl-Wdst. 50 Ohm 
• BAT-CLB-RJ142-5 N m-m 
• Antennas: BAT-ANT-N-MiMoDB-11N-IP65-R for trackside

Technical information - industrial series
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Hirschmann IT Dragonfly 
Access Point Virtual 
Controller

Enterprise access point management 
software platform
The Dragonfly Access Point Virtual Controller (DAC) 
from Hirschmann IT is an enterprise-grade WiFi cloud 
management system designed for large wireless network 
deployments with continuous geographic coverage. It is 
ideal for large and medium-sized enterprises as well as 
educational institutions.

Paired with the full range of Hirschmann IT WiFi 6 AP 
hardware devices, the DAC meets the demands of high-
density office environments and extensive coverage areas. It 
seamlessly integrates into standard large IT infrastructures, 
providing a comprehensive solution for network 
management and ensuring an optimal customer experience.
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Platform as a Service: 
attributes of private 
cloud platforms and 
physical product features
Hirschmann IT offers a full range of access points (APs) that 
operate in either Cluster mode or Datacenter Activation 
Coordination (DAC) mode, based on customer preference.

When using DAC mode, customers need to invest in the 
AP hardware and purchase a separate DAC management 
software platform (compatible with mainstream 
x86 hardware platforms) along with a dedicated “AP 
Management license” (one-time, no time limit). This PaaS 
(Platform as a Service) model provides a cost-effective, 
high-performance solution.

Customers can select different installation platforms for the 
DAC private cloud system based on their wireless network 
size and security requirements. Options include a direct 
bare-metal installation or a flexible virtual machine-based 
multiplexing installation.

Networking architecture 
of the DAC private cloud 
platform
The DAC private cloud platform’s WiFi solution utilizes AP 
clustering technology with an innovative “unsubstantial 
Access Controller (AC) networking architecture” at the 
lower end. At the upper end, it features a highly reliable 
private cloud infrastructure platform based on Docker 
container technology.

Under the DAC system, customers predefine the 
deployment location and number of APs required for their 
wireless network.

					   

Once the APs are deployed and 
powered according to the wireless 
planning results, they automatically 
register on the private cloud 
platform via a common Dynamic 
Host Configuration Protocol 
(DHCP) process and a dedicated 
secure channel. They then appear 
under the customer’s designated 
administrator account for further 
configuration and management.

Throughout the wireless network 
deployment and operation process, 
customers experience a seamless 
transition between the private 
cloud management model and the 
local management model. This 
design architecture maximizes 
both the usability and reliability 
of the wireless network, enabling 
customers to deploy WiFi networks 
everywhere.
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Description Software-based WLAN central management solution for all-scale wireless networks from medium-sized institute to large 
enterprise; built and deployed on Linux OS, and also could be deployed on VMWare ESXi or Microsoft Hyper-V platform;

OS platform Virtual machine software: VMWare ESXi 6 (or newer) or Microsoft Hyper-V; OS: ubuntu 16.04 server and above;

Processor and RAM Recommendation: 4core 16G for scale of 50APs+1000Clients; 8core 16G for scale of 256APs+5000Clients; 12core 32G for 
scale of 500APs+10000Clients; 24core 32G for scale of 1000APs+20000Clients;

Hard disk space Recommendation: 1T Hard disk, I/O: Input 134MB/s, Output 1.7GB/s;

Order no. Refer to order information

Radio technology

Background scanning

Background scanning mode enables AP to work intermittently or continuously to maintain normal operation of WIFI 
system, as well as get as much background information of air-interface as possible, by means of consuming portion of 
air-interface resources. 
• Normal background scanning mode; 
• �Enhanced background scanning mode, which allows AP to obtain more information on nearby clients and neighboring 

APs, and the scanning result can be applied by other upper-level applications.

Roaming

Seamless handover between radio cells; 
• �On layer 2, DAC supports IEEE 802.11k(Radio Resource Measurement), 802.11v(Wireless Network Management), and 

802.11r(Fast Roaming). 802.11k/v enable clients to find the best candidate APs for roaming, while 802.11r optimize 
association process between Clients and APs. In addition, OKC mechanism is also supported by DAC;

• �On layer 3 DAC supports layer 3 roaming by establishing tunnel between AP and Client before roaming happening.

Note: 
1) IEEE 802.11r is available when using 802.1x authentication or pre-shared keys(PSK) authentication;
2) OKC is available when using 802.1x authentication method only.

Load balance

Load Balance is a systemic mechanism, to provide overall effectiveness of Load balance between different bands of one 
AP or different APs under one AP cluster.
• 5GHz band steering function, AP will steer more capable clients to 5GHz band where more channel resources are available;
• �Under AP cluster, it navigates clients to connecting to the best AP by measuring AP’s workload according to quantity of 

connected clients as well as SNR value (downlink);
• �Manual mode allows administrator to adjust specific RSSI value to determine threshold of association and roaming for 

clients to meet particular requirements.

Automatic channel selection
• Automatic wireless channel list setting in accordance with each country’s regulation; 
• Automatic wireless channel bandwidth setting on 2GHz or 5GHz according to IEEE 802.11 standard; 
• Automatic wireless channel sub-list setting with specified channel list selected by administrator.

Automatic TxPower control
• Wireless transmit power on each channel can be automatically controlled by system; 
• Wireless transmit power on each channel can be specified as fixed value by administrator; 
• Wireless transmit power on each channel can also be specified in a range by administrator.

RF optimization

RF technology and optimization approaches to improve end-users’ experience: 
• Single or dual bands is selectable by administrator according to on-site environments; 
• QoS (802.1p/DSCP to WMM) on voice and video data to ensure they work on high priority; 
• Voice and video services awareness and optimization to ensure their priority is higher than other services; 
• Enable Short GI upon better SNR transmission; 
• Enable 802.11ax work mode on each band; 
• Regularly switch on/off wireless service; 
• Allow administrator to limit access from legacy 802.11b/g devices to ensure bandwidth efficiency on 2.4GHz.

Authentication and access control

Authentication platform

• �Support Radius server, MAC auth server, embedded Portal server, and Radius client for third-party Radius server, LDAP/
AD client for external LDAP/AD infrastructure;

• Support standard Personal and Enterprise authentication mode;
• Support multiple authentication methods, such as MAC, 802.1x, MAC with Portal, and 802.1x with Portal;

Radius server
• Support internal and external Radius server;
• Internal Radius server supports Access Role Profile mechanism;
• Authentication methods include: PAP, CHAP, MS-CHAP, MS-CHAPv2, EAP-MD5-Challenge, EAP-GTC, and EAP-MSCHAPv2;

Portal server

• Support “guest” and “employee” authentication mode;
• DAC provides tailored Portal page template;
• DAC Portal server supports record end-device by MAC address;
• Supports inter-connection with external Portal server;

Technical information
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Access role profile

DAC provides authenticated users by appropriate rights with Access Role Profile. Details as following:
• Administrator can define detailed Policy and Policy list for each Profile;
• Policy supports ACL, while Policy list consist of a group of policies;
• Administrator can define access control rules based on location and period attribute;
• Support QoS attribute likes bandwidth limitation on uplink or downlink for each profile;
• Support VLAN attribute, to assign specific clients into defined VLAN or VLAN pool;
• Access Role Profile function is implemented on AP.

Security features*

WIDS  
(wireless intrusion detection system)

DAC provides comprehensive security function to ensure customer wireless cyber security. The system identifies rogue 
APs by means of following policy and criteria.
• To detect when APs’ signal strength threshold exceeds the value defined by administrator;
• To detect if APs’ SSID name is valid according to system definition;
• To detect by defined key words (defined by administrator) within SSID name of APs;
•�To detect by defined OUI (Organizational Unique Identifier within first six digits of MAC address) of APs, refer to Blacklist 
mechanism;

• �To detect by defined legal OUI, refer to Whitelist mechanism; DAC is also able to detect following cyber-attack behaviors 
from potential rogue APs or clients:

• �APs: AP Spoofing, Broadcast de-authentication, Broadcast disassociation, Ad-hoc network with SSID being used in cur-
rent infrastructure, invalid long SSID, AP impersonation, Omerta attack, Null probe response, invalid address combination, 
invalid reason code of de-authentication, invalid reason code of dis-association;

• �Clients: Valid Client mis-association, Omerta Attack, Unencrypted Valid Clients, 802.11 40MHz bandwidth intolerance 
setting, Active 802.11n Greenfield Mode, DHCP client ID, DHCP conflict, DHCP name change, Frequent authentication, 
long SSID (client), Malformed Frame-Assoc request, invalid reason code of de-authentication, invalid reason code of 
dis-association;

WIPS  
(wireless intrusion prevention system)

In cooperate with WIDS, DAC provides WIPS to implement relevant security policies:
• Security policy to suppress rogue APs to mitigate destructive impacts, by preventing clients from connecting to rogue APs;
• Security policy to suppress rogue clients (active/passive) to mitigate negative effects, by means of blacklist mechanism 
(static or dynamic);
• Security policy to protect legal equipment by providing whitelist mechanism.

Wireless cyber security dashboard

DAC provide informative dashboard to represent wireless cyber security situation, which is a comprehensive tool to inform 
user of security status and events.
• Show Rogue APs and channel interference;
• Show Rogue Clients and associated Rogue APs;
• Show Blacklist status of clients;
• Show cyber-attack behavior with details like time record, and etc.

Access control
Access control and security mechanism are implemented on AP,
• Stateful IPv4 ACL functionality: Packet filtering in ARP for each authorized Client;
• Layer2 isolation among Clients within one SSID.

Service

AP registration
Users can execute AP registration processes automatically or manually for single device or batch devices,
• Automatic registration by DHCP option;
• Manual registration requires administrator to specify DAC IP address for APs initially working on Cluster mode.

Report generation

Report system provides online report generation, audit and offline report sending by email address,
• administrator can specify scope of report generation, from Corp-Site-Group;
• administrator can define time interval of reports, including Daily report, Weekly report, and Monthly report;
• administrator can review a report online (on DAC Web UI), or choose to receive a report by email at anytime.

Configuration wizard By wizard flow, it is easy for a new user to set up exclusive wireless network from corporation-site-group network scale 
step by step.

Asset management
Based on Bluetooth technology on capable AP, DAC provides I/O to interconnect with third-party Asset Management Platform;

Note: 
Bluetooth portable devices, positioning engine, as well as asset management service and application are required.

Other services

• IPv4: DHCP (Server and Client) only for APs’ IP address assignment, Radius (Server, Proxy, Client); LDAP client; AD 
client; Standard Portal (Portal Server, Portal proxy); Internal Log system; Internal Notification system; External syslog 
interconnect; Internet standard HTTP API;
• IPv6: only available for data forwarding function on AP;
• ARP and Proxy ARP function on AP.

Technical information
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Software

Radius server adius/EAP Server supports User administration MAC-based, rate limiting, passphrases, VLAN user based, authentication of 
IEEE 802.1X clients via EAP-TTLS, EAP-MD5, EAP-GTC, PEAP, MSCHAP or MSCHAPv2;

Roaming (opport unistic key caching) OKC enable clients to perform fast roaming behavior between APs. IEEE 802.1X authentication key between clients and 
APs is transmitted to all managed APs by DAC.

Redundancy High availability cluster mode based on K8s platform, with three physical machines for one logical DAC entity, ideal for 
large scale network deployment

Timing service Activate/inactivate WLAN network (SSID) by time.

Management interface HTML5 web interface (HTTPs) and Command Line.

Technical information
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AP management

• Automatically discover the DAC by means of DHCP option 43; 
• Manual authentication/registration via web configuration of DAC; 
• Semi-automatic authentication/registration according to AP list in DAC (‘bulk mode’); 
• DAC can collect APs’ notification and log by SYSLOG protocol or internal traps (proprietary protocol).

AP firmware management
• Central Firmware deployment (requires external webserver or SFTP server) and management of APs; 
• Up to date AP firmware version daily checking according to defined policy; 
• DAC automatically downloads FW from FW server and updates it with required APs.

Switching

Below data are switching at AP side: 
• VLAN IEEE 802.1q, Multicast Snooping (IGMP and MLD), user data per SSID or per ARP (access role profile of clients); 
• Support VLAN or VLAN pool; 
• Data on layer2 are isolated within one SSID.

Routing AP supports following routing functions (DHCP server, NAT, DNS proxy) and works as default gateway for clients.

WLAN access point

APs’ functionality
• For small network scale with less than 256 APs, APs are able to work under “cluster” mode to achieve self-management;
• �For middle/large network scale, APs should be managed by DAC platform in order to perform central management, 

maintenance and high resilience.

Scope of delivery and accessories

Scope of delivery License Key will be delivered. The License Key is used with the Hardware-ID to request a License File. This License File is used 
to activate the product.

Part number Product code Description

942999321 DAC-50 Software DAC platform with license for 50 AP and 1000 clients

942999322 DAC-256 Software DAC platform with license for 256 AP and 5000 clients

942999323 DAC-500 Software DAC platform with license for 500 AP and 10000 clients

942999324 DAC-1000 Software DAC platform with license for 1000 AP and 20000 clients

942999327 DAC-Sec-50 Software DAC platform security features license for 50 AP

942999328 DAC-Sec-256 Software DAC platform security features license for 256 AP

942999329 DAC-Sec-500 Software DAC platform security features license for 500 AP

942999330 DAC-Sec-1000 Software DAC platform security features license for 1000 AP

Technical information - indoor series

Order Information
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Product featuresRAVEN 5000 Series Next 
Generation Firewall
The RAVEN 5000 Series Next Generation Firewall (NGFW) 
from Hirschmann IT is specifically designed for IT/OT 
convergence applications. It mitigates security risks arising 
from the integration of new information technologies with 
traditional operating technologies in IT/OT converged 
networks. With features like High Availability (HA), Next-
Generation Firewall (NGFW) and Next-Generation Intrusion 
Prevention System (NGIPS), the RAVEN NGFW significantly 
reduces network risk exposure, enhances cybersecurity 
and lowers the total cost of ownership throughout the 
network lifecycle.

The RAVEN NGFW meets the demands for high reliability, 
low latency and flexible deployment through its compact 
design and robust HA mechanism. Additionally, it 
features control/forwarding layer separation to enhance 
performance and reliability.

Leveraging the RAVEN EYE global threat update center, 
it can quickly respond to emerging threats. The firewall 
supports multiple media modules with interface speeds 
ranging from 1G to 40G, enhancing its capability and 
supporting various networks.

With application identification (APP-ID), the RAVEN NGFW 
comprehends thousands of protocols, inspecting each one 
meticulously to prevent unexpected behaviors. Benefiting 
from RAVEN EYE, it provides continuous threat prevention 
and swiftly adapts to new security trends.

The RAVEN NGFW provides flexible deployment options, 
including HA and virtualization, and supports both 
transparent and routing modes. This ensures seamless 
integration with your security strategy and allows for 
deployment in any environment.
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Type RAVEN 5700 RAVEN 5500 RAVEN 5300 RAVEN 5300-F

Description

1U rack mount,  
6×fixed FE/GE TX ports and 
4×fixed 100/1000M SFP slots, 
2×extended media module slots, 
redundant PSU

1U rack mount, 6×fixed FE/GE 
TX ports, 
2×100/1000M SFP ports, 
2×1/10G SFP ports, 
2×extended media module slot, 
redundant PSU

1U rack mount,  
6×fixed FE/GE TX ports, 
1×extended media module slot, 
redundant PSU

1U rack mount,  
6×fixed FE/GE TX ports, fixed 
single PSU

Port type and quantity
6×fixed FE/GE TX ports,
4×fixed 100/1000M SFP slots, 
2×USB, 1×RJ45 console port

6×fixed FE/GE TX ports, 
2×100/1000M SFP ports, 
2×1/10G SFP ports, 
2×USB, 1×RJ45 consoleport

6×fixed FE/GE TX ports,  
2×USB, 1×RJ45 console port

6×fixed FE/GE TX ports, 
2×USB, 1×RJ45 console port

Power supply 2×fixed redundant PSUs

Heat radiation Fixed fan

Extended slot 2×extended media module slots 1×extended media module slot None

Default storage capacity 60G SSD Optional

Order no. 942999701 942999702 942999703 942999704

Performance and capacity

Performance (firewall) 60G 20G 4G 4G

Connection per second 
(firewall)

320,000/s 90,000/s 68,000/s 68,000/s

Performance (enable NGFW) 23G 6G 3.4G 3.4G

Connection per second 
(NGFW)

89,000/s 21,000/s 12,000/s 12,000/s

IPSec VPN default tunnel 5,000 4,000 1,000 1,000

Virtual FW (default/maximum) 2/5 - - -

Concurrent connection 3.2million 2.9million 1.2million 1.2million

Mechanical construction

Dimensions (W×D×H) 435mm×500mm×44.5mm 435mm×360mm×44.5mm 435mm×360mm×44.5mm 435mm×360mm×44.5mm

Weight 13.2kg 7.5kg 8.1kg 7.6kg

Mounting Rack mount

Power requirement

Operating voltage 100-240VAC, 47-63Hz, redundant PSU supported 100-240VAC, 50-60Hz, 
redundant PSU supported 100-240VAC, 50-60Hz

Ambient conditions

Operating temperature -5°C...45°C

Storage/transport temperature -20°C...70°C

Relative humidity  
(non-condensing)

5°C…85°C

Storage/transport humidity 
(non-condensing)

5°C…95°C

Approvals

CE / FCC Compliant

China Network Access  
Certificate

Compliant

RoHS compliance RoHS( (EU) 2015/863 ) and RoHS( GB/T26572-2011 ) compliant

Technical information
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Type RAVEN 5700 RAVEN 5500 RAVEN 5300 RAVEN 5300-F

Scope of delivery and accessories

Scope of delivery 1×device, 1×grounding wire, 2×power cord*, 1×console cable, 1×Cat5UTP 2M, 1×installation package

Accessories to order 
separately

SFP, media module

* RAVEN 5300-F only has 1×power cord.

Technical information
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Product no. Order information Description

Next Generation Firewall (NGFW)

942999704 RAVEN 5300-F 6×fixed GE TX ports

942999703 RAVEN 5300 6×fixed GE TX ports, 1×extended slot

942999702 RAVEN 5500 6×fixed GE TX ports, 1×extended slot

942999701 RAVEN 5700 6×fixed GE TX ports and 4×fixed GE SFP ports, 2×extended slot

Next Generation Firewall (NGFW)

942999757 RAVEN 5700-1YR Bundle RAVEN 5700 bundle, 1×RAVEN 5700 device + 1 year premium support & warranty + 1 year subscription

942999758 RAVEN 5500-1YR Bundle RAVEN 5500 bundle, 1×RAVEN 5500 device + 1 year premium support & warranty + 1 year subscription

942999759 RAVEN 5300-1YR Bundle RAVEN 5300 bundle, 1×RAVEN 5300 device + 1 year premium support & warranty + 1 year subscription

942999760 RAVEN 5300-F-1YR Bundle RAVEN 5300-F bundle, 1×RAVEN 5300-F device + 1 year premium support & warranty + 1 year subscription

Next Generation Firewall (NGFW)

942999705 RAVEN 5000M-4T 4×GE TX ports media module, applicable for RAVEN 5000 series

942999706 RAVEN 5000M-4F 4×GE SFP ports media module, applicable for RAVEN 5000 series

942999707 RAVEN 5000M-8T 8×GE TX ports media module, applicable for RAVEN 5000 series

942999708 RAVEN 5000M-8F 8×GE SFP ports media module, applicable for RAVEN 5000 series

942999709 RAVEN 5000M-4T4F 4×GE TX ports and 4×GE SFP ports media module, aapplicable for RAVEN 5000 series

942999710 RAVEN 5000M-2X 2×10GE SFP+ ports media module, applicable for RAVEN 5000 series

942999711 RAVEN 5000M-4X 4×10GE SFP+ ports media module, applicable for RAVEN 5000 series

942999712 RAVEN 5000M-2Q 2×40GE QSFP+ ports media module, only applicable for RAVEN 5700

Order information
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RAVEN 5000 Premium Support & Warranty1

942999721 RAVEN 5700-Support-1YR Premium support & warranty 1 year, RAVEN 5700

942999722 RAVEN 5700-Support-3YR Premium support & warranty 3 year, RAVEN 5700

942999723 RAVEN 5700-Support-5YR Premium support & warranty 5 year, RAVEN 5700

942999724 RAVEN 5500-Support-1YR Premium support & warranty 1 year, RAVEN 5500

942999725 RAVEN 5500-Support-3YR Premium support & warranty 3 year, RAVEN 5500

942999726 RAVEN 5500-Support-5YR Premium support & warranty 5 year, RAVEN 5500

942999727 RAVEN 5300-Support-1YR Premium support & warranty 1 year, RAVEN 5300

942999728 RAVEN 5300-Support-3YR Premium support & warranty 3 year, RAVEN 5300

942999729 RAVEN 5300-Support-5YR Premium support & warranty 5 year, RAVEN 5300

942999730 RAVEN 5300-F-Support-1YR Premium support & warranty 1 year, RAVEN 5300-F

942999731 RAVEN 5300-F-Support-3YR Premium support & warranty 3 year, RAVEN 5300-F

942999732 RAVEN 5300-F-Support-5YR Premium support & warranty 5 year, RAVEN 5300-F

RAVEN 5000 Signature Database Subscription2

942999733 RAVEN 5700-Subscription-1YR RAVEN 5700 signature database subscription, 1 year

942999734 RAVEN 5700-Subscription-3YR RAVEN 5700 signature database subscription, 3 year

942999735 RAVEN 5700-Subscription-5YR RAVEN 5700 signature database subscription, 5 year

942999736 RAVEN 5500-Subscription-1YR RAVEN 5500 signature database subscription, 1 year

942999737 RAVEN 5500-Subscription-3YR RAVEN 5500 signature database subscription, 3 year

942999738 RAVEN 5500-Subscription-5YR RAVEN 5500 signature database subscription, 5 year

942999739 RAVEN 5300-Subscription-1YR RAVEN 5300 signature database subscription, 1 year

942999740 RAVEN 5300-Subscription-3YR RAVEN 5300 signature database subscription, 3 year

942999741 RAVEN 5300-Subscription-5YR RAVEN 5300 signature database subscription, 5 year

942999742 RAVEN 5300-F-Subscription-1YR RAVEN 5300-F signature database subscription, 1 year

942999743 RAVEN 5300-F-Subscription-3YR RAVEN 5300-F signature database subscription, 3 year

942999744 RAVEN 5300-F-Subscription-5YR RAVEN 5300-F signature database subscription, 5 year

1: premium support does not contain on-site support
2: RAVEN 5000 signature database subscription contains threat prevention & URL filtering & anti-virus & APP-ID updates

Order information
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Product featuresRAVEN 4000 Series 
RAVEN Intrusion 
Detection System (IDS)
The RAVEN IDS, developed by Hirschmann IT, addresses 
compliance requirements and emerging cybersecurity 
trends. As network security becomes a priority for many 
organizations, traditional firewalls and inline detection 
systems are proving insufficient. The RAVEN IDS offers a 
robust alternative, enabling administrators to promptly 
identify and mitigate network risks.

Key features include a powerful historical baseline analysis 
system, which provides deep insights into network risk 
evolution and helps evaluate the effectiveness of security 
measures. The RAVEN IDS integrates seamlessly with other 
RAVEN security products, such as the Next Generation 
Firewall and RAVEN EYE, as well as Hirschmann EAGLE 
products.

This integration ensures comprehensive, intelligent 
security solutions, significantly reducing risks during IT/OT 
convergence
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Type RAVEN 4500 RAVEN 4300

Description 2U rack mount, 5×fixed FE/GE TX ports, 1×extended 
media module slot, fixed redundant PSU

1U rack mount, 5×fixed FE/GE TX ports, 1×extended 
media module slot, fixed single PSU

Port type and quantity 5×fixed FE/GE TX ports, 2×USB, 1×RJ45 console port, 1×GE TX out of band management port

Power supply 2×Fixed redundant PSUs Fixed single PSU

Heat radiation Fixed fan

Extended slot 1×extended media module slot

Order number 942999713 942999714

Mechanical construction

Dimensions (W×D×H) 435mm×360mm×88mm 435mm×360mm×44mm

Heat radiation 9.6kg 8.1kg

Concurrent connection Rack mount

Power requirement

Operating voltage 100-240VAC, 50-60Hz, redundant PSU supported 100-240VAC, 50-60Hz

Ambient conditions

Operating temperature 0°C…40°C

Storage/transport temperature -20°C...70°C

Relative humidity (non-condensing) 5%...85%

Storage/transport humidity (non-condensing) 5%...95%

Approvals

CE / FCC Compliant

China Network Access Certificate Compliant

RoHS compliance RoHS( (EU) 2015/863 ) and RoHS( GB/T26572-2011 ) compliant

Scope of delivery and accessories

Scope of delivery 1×device, 1×grounding wire, 2×power cords*, 1×console cable, 1×Cat5UTP 2M, 1×installation package

Accessories to order separately Media module

* RAVEN 4300 only has 1×power cord.

Technical information
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IDS

942999713 RAVEN 4500 5xGE TX ports, 1×RJ45 console port, 1×extended slot

942999714 RAVEN 4300 5xGE TX ports, 1×RJ45 console port, 1×extended slot

IDS Bundle

942999761 RAVEN 4500-1YR Bundle RAVEN 4500 bundle, 1×RAVEN 4500 device + 1 year premium support/warranty + 1 year subscription

942999762 RAVEN 4300-1YR Bundle RAVEN 4300 bundle, 1×RAVEN 4300 device + 1 year premium support/warranty + 1 year subscription

Extended Media Module for IDS

942999715 RAVEN 4500M-8T 8×GE TX ports media module for RAVEN 4500

942999716 RAVEN 4500M-8F 8×GE SFP ports media module for RAVEN 4500

942999717 RAVEN 4500M-4T4F 4×GE TX ports and 4×GE SFP ports media module for RAVEN 4500

942999718 RAVEN 4300M-8T 8×GE TX ports media module for RAVEN 4300

942999719 RAVEN 4300M-8F 8×GE SFP ports media module for RAVEN 4300

942999720 RAVEN 4300M-4T4F 4×GE TX ports and 4×GE SFP ports media module for RAVEN 4300

RAVEN 4000 Premium Support & Warranty1

942999745 RAVEN 4500-Support-1YR Premium support & warranty 1 year, RAVEN 4500

942999746 RAVEN 4500-Support-3YR Premium support & warranty 3 year, RAVEN 4500

942999747 RAVEN 4500-Support-5YR Premium support & warranty 5 year, RAVEN 4500

942999748 RAVEN 4300-Support-1YR Premium support & warranty 1 year, RAVEN 4300

942999749 RAVEN 4300-Support-3YR Premium support & warranty 3 year, RAVEN 4300

942999750 RAVEN 4300-Support-5YR Premium support & warranty 5 year, RAVEN 4300

RAVEN 4000 Signature Database Subscription2

942999745 RAVEN 4500-Support-1YR Premium support & warranty 1 year, RAVEN 4500

942999746 RAVEN 4500-Support-3YR Premium support & warranty 3 year, RAVEN 4500

942999747 RAVEN 4500-Support-5YR Premium support & warranty 5 year, RAVEN 4500

942999748 RAVEN 4300-Support-1YR Premium support & warranty 1 year, RAVEN 4300

942999749 RAVEN 4300-Support-3YR Premium support & warranty 3 year, RAVEN 4300

942999750 RAVEN 4300-Support-5YR Premium support & warranty 5 year, RAVEN 4300

1: premium support does not contain on-site suppor
2: RAVEN 4000 signature database subscription contains IDS signature database updates

Order information
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100M SFP Module

Product number Product code Description

942999873 MTS-SFP-100M-MM/LC 100Mbps, multi-mode, 2km

942999874 MTS-SFP-100M-SM/LC 100Mbps, single-mode, 20km

942999879 MTS-SFP-100M-LX/LC 100Mbps, Single-mode, 1310nm, LC, 40Km, DDMI

1G SFP module

Name Product code Description

942999854 MTS-SFP-1G-TX/RJ45 1Gbps,SFP TX/RJ45

942999855 MTS-SFP-1G-SX/LC 1Gbps,Multi-mode,850nm,LC,550m,DDMI

942999856 MTS-SFP-1G-LX/LC 1Gbps,Single-mode,1310nm,LC,20Km,DDMI

942999857 MTS-SFP-1G-LX+/LC 1Gbps,Single-mode,1310nm,LC,40Km,DDMI

942999858 MTS-SFP-1G-LH/LC 1Gbps,Single-mode,1310nm,LC,80Km,DDMI

942999859 MTS-SFP-1G-LH+/LC 1Gbps,Single-mode,1550nm,LC,100Km, DDMI

942999862 MTS-SFP-1G-BIDI-TypeA-LX/LC 1Gbps,Single-mode,TX1310nm,RX1550nm, LC,10Km-TYPE A

942999861 MTS-SFP-1G-BIDI-TypeB-LX/LC 1Gbps,Single-mode,TX1550nm,RX1310nm, LC,10Km-TYPE B

942999860 MTS-SFP-1G-LX+/LC-1550 1Gbps,Single-mode,1550nm,LC,40Km,DDMI

SFP Transceiver Modules
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100G QSFP28

Product number Product code Description

942999876 MTS-SFP-100G-SR Mutil-mode,850nm,MPO,70m(OM3),100m(OM4),DDMI, 100GBASE-SR4

942999877 MTS-SFP-100G-LR/LC Single-mode,WDM:1295.53-1309.14nm,LC,10Km,DDMI, 100GBASE-LR4

942999878 MTS-Cable-100G-3M AOC Cable muti-mode,850nm,DDMI,3m

40G SFP module

Product number Product code Description

942999863 MTS-SFP-40G-SR/LC 40Gbps,Multi-mode,850nm,MPO,100m(OM3),150m(OM4),DDMI

942999864 MTS-SFP-40G-LR/LC 40Gbps,Single-mode,1310nm,LC,10Km,DDMI

942999872 MTS-QSFP-40G-ER/LC MTS2900, MTS8000

100M SFP Module

Product number Product code Description

942999851 MTS-SFP-10G-SR/LC 10Gbps,Multi-mode,850nm,LC,300m,DDMI

942999852 MTS-SFP-10G-LR/LC 10Gbps,Single-mode,1310nm,LC,10Km,DDMI

942999853 MTS-SFP-10G-ER/LC 10Gbps,Single-mode,1550nm,LC,40Km,DDMI

942999867 MTS-SFP-10G-TX/RJ45 SFP TX/RJ45, 10Gbps full duplex auto neg.

942999870 MTS-SFP-10G-BIDI-TypeA-LR-LC MTS2600/2700/2800, MTS2900, MTS8000

942999871 MTS-SFP-10G-BIDI-TypeB-LR-LC MTS2600/2700/2800, MTS2900, MTS8000

942999875 MTS-SFP-10G-ZR/LC MTS2600/2700/2800, MTS2900, MTS8000

SFP Transceiver Modules
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Applicable matrix*
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100M SFP 
Module

942999873 MTS-SFP-100M-MM/LC

2 942999874 MTS-SFP-100M-SM/LC

3 942999879 MTS-SFP-100M-LX/LC

4

1G SFP 
Module

942999854 MTS-SFP-1G-TX/RJ45

5 942999855 MTS-SFP-1G-SX/LC

6 942999856 MTS-SFP-1G-LX/LC

7 942999857 MTS-SFP-1G-LX+/LC

8 942999858 MTS-SFP-1G-LH/LC

9 942999859 MTS-SFP-1G-LH+/LC

10 942999860 MTS-SFP-1G-BIDI-TypeA-LX/LC

11 942999861 MTS-SFP-1G-BIDI-TypeB-LX/LC

12 942999862 MTS-SFP-1G-LX+/LC-1550

13

10G SFP 
Module 

942999851 MTS-SFP-10G-SR/LC

14 942999852 MTS-SFP-10G-LR/LC

15 942999853 MTS-SFP-10G-ER/LC

16 942999867 MTS-SFP-10G-TX/RJ45

17 942999870 MTS-SFP-10G-BIDI-TypeA-LR-LC

18 942999871 MTS-SFP-10G-BIDI-TypeB-LR-LC

19 942999875 MTS-SFP-10G-ZR/LC

20
40G SFP 
Module

942999863 MTS-SFP-40G-SR/LC

21 942999864 MTS-SFP-40G-LR/LC

22 942999872 MTS-QSFP-40G-ER/LC

23
100G 
QSFP28 
Module

942999876 MTS-SFP-100G-SR

24 942999877 MTS-SFP-100G-LR/LC

25 942999878 MTS-Cable-100G-3M

SFP applicable matrix
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10G Stacking Cable

Product number Product code Description

942999868 MTS-Cable-10G-1M 10G Stacking Cable, 1M, Including 2*SFP+ Connectors

942999869 MTS-Cable-10G-3M 10G Stacking Cable, 3M, Including 2*SFP+ Connectors

40G Stacking Cable

Product number Product code Description

942999865 MTS-Cable-40G-1M 40G Stacking Cable, 1M, Including 2*QSFP Connectors

942999866 MTS-Cable-40G-3M 40G Stacking Cable, 3M, Including 2*QSFP Connectors

100G Stacking Cable

Product number Product code Description

942999878 MTS-Cable-100G-3M 100G Stacking Cable, 3M, Including 2*QSFP28 Connectors

Stacking Cable
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Product type Product number Description Application

Copper cable & connectivity

Category cable 7814ANH 
006A305M

CAT6 U/UTP Cable 24AWG, LSZH, 
Blue, 305M

Premise Horizontal Cable, Gigabit Ethernet, 100BaseTX, 
100BaseVG ANYLAN, 155ATM, 622ATM, NTSC/ PAL 
Component or Composite Video, AES/EBU, Digital 
Video, RS-422, 250MHz Category 6 and PoE application.

Patch cord C6P4106001M CAT6 Patch Cord UTP 24AWG LSZH, 
BLUE, 1M

Horizontal and building cabling. Support current 
and future Category 6 and 5e applications, such as 
1000Base-T (Gigabit Ethernet), 100Base-T, 10Base-T, 
FDDI, ATM

Patch panel AP106503 KeyConnect Universal Patch Panel with 
shutter, 24 port, 1U, Black(Empty)

Compatible with a variety of modules that are suitable 
for use with Belden IBDN Systems 10GX, 4800, 3600, 
2400 and 1200.

Modular jack AX101321 CAT6 Modular Jack, Black Applicable for IBDN Systems 2400, 3600 and 4800, TIA 
Category 6+, ISO Class E, 1000 BASE-T

Fiber cable & connectivity

Patch cord

PFSLDLD00 
2MR2XY

Fiber Patch Cord, OS2 LC-LC Duplex, 
Riser, Yellow, 2M Applicable for Data Centers, Main Equipment Rooms, 

Telecommunications Rooms and Work Area.PF3LDLD00 
2MR2XA

Fiber Patch Cord, OM3 LC-LC Duplex, 
Riser, Aqua, 2M

Patch panel AP100046 1U Multipurpose with 24 Keystone 
ports(Empty)

Accommodate a variety of fiber connectors and termi-
nated to fiber cables using splicing or other methods. 
Typically used in Server rooms, Network rooms, Data 
Centers and Small offices. Can be mounted directly on 
any 19” rack or cabinet.

KeyConnect 
fiber LC duplex 
adapter modules

AP100020BK KeyConnect LC Duplex Senior Type 
Fiber dapter module Single Mode FiberExpress Solutions, Backbone, Telecommunications 

Room, Main Distribution Room.
AP100023BK Keyconnect LC Duplex Senior Type 

fiber adapter module MM OM3

RAVEN 4000 Premium Support & Warranty1

Rack & cabinet ADN4282PV 
CC2BA

800KG, Networking Distribution 
Cabinet, 42U,800(W)* 1200(D), Black

Applicable for 19” Data, Telecommunications, LAN 
and Server. Varying depths are available for customer 
specific requirements.

Typical product numbers listed only. Please approach your sales representative for more enterprise products

Other accessories
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Demand-driven 
innovation
Your needs drive our innovation. This commitment is evident 
in our numerous patents and continuous investmentin 
research and development. As a market leader, we 
actively participate in key industry associations worldwide, 
contributing to the standardization of global applications 
and products.

Our involvement spans:

•	 IEC: International Electrotechnical Commission

•	 IEEE: Institute of Electrical and Electronics Engineers

•	 ODVA: Open DeviceNet Vendors Association

•	 PNO: PROFIBUS International

•	 EPSG: European Petroleum Survey Group

•	 We also collaborate with various 
manufacturerindependent organizations, all aimed at 
delivering the specific solutions you need, both today 
and tomorrow.

Durable solutions thanks to GreenChoice
GreenChoice exemplifies our market-driven innovation, 
addressing the growing demand for greener and more 
sustainable solutions. By focusing on reducing the 
ecological impact of our products, we have developed our 
most durable product range to date. Many Belden products 
are now available as GreenChoice options, enabling you to 
make responsible choices.

Partner Network
Collaborating with us means engaging with our dedicated 
partner network across all Belden brands. Belden’s Partner 
Network benefits customers by providing access to top-
quality solutions, fostering innovation, offering local 
expertise and support and ensuring a global reach for 
consistent quality and service. We leverage our collective 
resources, intelligence and skills to elevate Belden products 
and solutions.

Belden’s ten clear benefits and promises
At Belden, we treat every challenge as unique, whether it 
requires a standard or customized solution. We adapt our 
products and services to meet your specific requirements 
and demands. Despite our flexibility, there are ten clear 
benefits you can always rely on, regardless of the project’s 
size or nature:

1.	 A wide range of standard and tailored signal transmission 
solutions from one single source.

2.	 Hassle-free and secure signal transmissions under the 
toughest conditions.

3.	 Reducing total cost of ownership.

4.	 Best-in-class products with proven superior 
performance.

5.	 Reliability for maximum uptime and minimum 
maintenance.

6.	 Fast delivery of solutions and ease of installation.

7.	 Local technical support backed by extensive global 
resources.

8.	 Belden and Hirschmann: brands with a long history and 
an excellent reputation.

9.	 Design support and innovation.

10.	Continued analysis of market needs for continuous 
development of effective solutions.

Get in touch or better yet… challenge us
We invite you to test us. Make your next challenge our 
success. We look forward to providing you with superior 
solutions that open new technological and business 
opportunities.

Please contact your Belden representative to schedule an 
appointment.

https://www.belden.com
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Regarding the details in this catalog: Alterations may have 
been made to the product after the editorial deadline 
for this publication, namely Feb. 2021. The manufacturer 
reserves the right to alter the construction and form, 
manufacture different shades and amend the scope of 
delivery during the delivery period insofar as the alterations 
and differences are acceptable to the buyer while allowing 
for the seller’s interests. Insofar as the seller or the 
manufacturer uses signs or numbers to mark the order or 
the ordered item, no rights may be derived from this alone. 
The illustrations may also contain accessories and special 
equipment which are not part of the mass-produced scope 
of delivery. Color differences are attributable to technical 
aspects of the printing process. This publication may also 
contain types and support services that are not made 
available/rendered in some countries. The information/ 
details in this publication merely contain general 
descriptions or performance factors which, when applied 
in an actual situation, do not always correspond with the 
described form, and may be amended by way of the further 
development of products. The desired performance factors 
shall only be deemed binding if these are expressly agreed 
on conclusion of the contract. This catalog will be used 
internationally. Please consult your pertinent seller about 
the provisions and effects that apply to your country, and 
regarding the latest binding version.
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For more information, visit us at: 
belden.com 

follow us on

Belden Inc. delivers complete connection solutions 
that unlock untold possibilities for our customers, 
their customers and the world. We advance ideas and 
technologies that enable a safer, smarter and more 
prosperous future. Throughout our 120+ year history we 
have evolved as a company, but our purpose remains – 
making connections. By connecting people, information 
and ideas, we make it possible. We are headquartered 
in St. Louis and have manufacturing capabilities in 
North America, Europe, Asia and Africa.

About Belden 
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