ShowMatch DeltaQ Array Loudspeaker
Short Quick Pin Accessory: SMQPS

PROFESSIONAL

Safety Information

CAUTION: This product is intended for installation by professional installers only!
PRECAUCION: Solo un instalador profesional debera montar este producto!
ATTENTION: L'installation de ce produit est réservée a un technicien professionnel!
ACHTUNG: Dieses Produkt darf nur von fachkundigen Monteuren installiert werden!

system performance.

PRECAUCION: No realice alteraciones no autorizadas a este producto; esto podria comprometer la seguridad, el cumplimiento de las normas
y el rendimiento del sistema.

ATTENTION: Ne pas faire des modifications non autorisées a ce produit; ce qui pourrait compromettre la sécurité, la conformité réglemen-
taire et la performance du systéme.

ACHTUNG: Keine nicht autorisierten Veranderungen am Produkt vornehmen. Diese kdnnen die Sicherheit, die Einhaltung von Richtlinien
und die Systemleistung beeintrachtigen.

i CAUTION: Make no modification to system or accessories. Unauthorized alterations may compromise safety, regulatory compliance, and

PRECAUCION: Este accesorio esta disefiado para usarse Unicamente con altavoces Bose Professional ShowMatch DeltaQ Array.

ATTENTION: Cet accessoire est destiné pour 'usage avec les haut-parleurs Bose Professional ShowMatch Delta Q exclusivement.

i CAUTION This accessory is intended for use with Bose Professional ShowMatch DeltaQ Array loudspeakers only.
ACHTUNG: Dieses Zubehor ist ausschlieflich zur Verwendung mit Bose Professional ShowMatch DeltaQ Array Lautsprechern vorgesehen.

Additional Information
For additional information on ShowMatch array loudspeaker modules and accessories, refer to the installation guide available at BoseProfessional.com.

Bose is a trademark of Bose Corporation.
ShowMatch and DeltaQ are trademarks of Transom Post OpCo LLC.

Bose Professional, 117 South St, Hopkinton, MA 01748 USA
©2024 Transom Post OpCo LLC. No part of this work may be reproduced, modified, distributed or otherwise used without prior written permission.

Importer Information

EU Importer: Transom Post Netherlands B.V, Keizersgracht 391A, 1016 EJ, Amsterdam | UK Importer: Transom Post Netherlands UK, Squires House 205a
High Street, West Wickham, BR4 OPH | Japan Importer: Transom Post International Japan KK Co,, Ltd. PMO Tamachi IV Shiba5-29-19, Minato-ku, Tokyo |
Australia Importer: Transom Post Australia Pty. Ltd., Level 14, 60 Margaret Street, Sydney, NSW 2000 | China Importer: Transom Post (Shanghai) Audio Co.
Ltd Room 2209, Building 1,175 Longyao Road, Xuhui District, Shanghai | Mexico Importer: POST INTL MEXICO, S. DE R.L. DE C.V. Insurgentes Sur No. 1079,
1st floor, Colonia Noche Buena, Benito Juarez, C.P. 03270, Mexico City | UAE Importer: 102 A, Sama Tower Sheikh Zayed Road, Dubai UAE

Limited Warranty

Your product is covered by a limited warranty, Visit BoseProfessional.com/Warranty for warranty details.
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ShowMatch DeltaQ Array Loudspeaker
Short Quick Pin Accessory: SMQPS

PROFESSIONAL

Installation Information

Thank you for selecting Bose Professional ShowMatch DeltaQ array loudspeakers. This document is intended to
provide professional installers with basic installation and safety guidelines for using the optional short quick pin
accessory with ShowMatch loudspeakers. Please read this document before attempting installation.

Each ShowMatch DeltaQ full-range array module (SM5, SM10, and SM20) and subwoofer module (SMST118) includes
standard installation pins. Use the short quick pins (SMQPS) in place of the standard pins to reduce the width of the
array assembly.

Short quick pins and installation tool

To install the short quick pins, follow these instructions:

1. Remove side end caps and tethered standard quick pins that are factory-installed on each loudspeaker module.
See Fig. 1. For detailed instructions, see ShowMatch DeltaQ array loudspeaker installation guide on
BoseProfessional.com.

2. Align pin in appropriate location on array assembly.

3. Insert non-threaded end of tool into the top of the pin to press the button and insert the pin. The top of the pin
should insert until flush with array assembly. See Fig. 2.

4. To remove the pin, screw threaded end of tool into the top of the pin, where the button is located. See Fig. 3.
5. This presses the button to release the pin and provides a grip handle to allow the pin to be removed. See Fig. 4.

ule end caps

Fig. 3. Remove pin using threaded end of tool Fig. 4. Use tool to remove pin
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